H.264 Mobile DVR
User’'s Manual

Before attempting to connect or operate this product,
please read these instructions carefully and save this manual for future use.



TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER.
NO USER SERVICEABLE PARTS INSIDE.
PLEASE REFER SERVICING TO QUALIFIED SERVICE PERSONN EL.

TO PREVENT FIRE OR ELECTRIC SHOCK HAZARD, DO NOT EXPOSE THIS
APPLIANCE TO RAIN OR MOISTURE.

NOTE: This equipment has been tested and found to ¢ = omply with the

limits for a Class “A” digital device, pursuant to Part 15 of the FCC Rules.
These limits are designed to provide reasonable pro  tection against
harmful interference when the equipment is operated in a commercial

environment. This equipment generates, uses and ca n radiate radio
frequency energy and, if not installed and used in accordance with the

instruction manual, may cause harmful interference to radio
communications. Operation of this equipment in a r esidential area is
likely to cause harmful interference in which case the users will be

required to correct the interference at theirowne  xpense.

FCC Caution: To assure continued compliance, use on ly shielded
interface cables when connecting to computer or per ipheral devices.
Any changes or modifications not expressly approved by the party
responsible for compliance could void the user’s au thority to operate
this equipment.

This Class A digital apparatus meets all the requir ~ ements of the Canadian
Interference Causing Equipment Regulations.
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THIS PUBLICATION IS PROVIDED “AS IS” WITHOUT WARRANTY OF ANY
KIND, EITHER EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO,
THE IMPLIED WARRANTIES OF MERCHANTIBILITY, FITNESS FOR ANY
PARTICULAR PURPOSE, OR NON-INFRINGEMENT OF THE THIRD
PARTY’S RIGHT.

THIS PUBLICATION COULD INCLUDE TECHNICAL INACCUACIES OR
TYPOGRAPHICAL ERRORS. CHANGES ARE ADDED TO THE
INFORMATION HEREIN, AT ANY TIME, FOR THE IMPROVEMENTS OF
THIS PUBLICATION AND/OR THE CORRESPONDING PRODUCT(S).

IN NO EVENT SHALL THE SUPPLIER BE LIABLBE TO ANY PARTY OR ANY
PERSON, EXCEPT FOR REPLACEMENT OR REASONABLE MAINTENANCE
OF THE PRODUCT, FOR THE CASES, INCLUDING BUT NOT LIMITED TO
THE FOLLOWINGS:

ANY DAMAGE OR LOSS, INCLUDING BUT WITHOUT LIMITATION,
DIRECT OR INDIRECT, SPECIAL, CONSEQUENTIAL OR EXEMPLARY,
ARISING OUT OF OR RELATING TO THE PRODUCT;

PERSONAL INJURY OR ANY DAMAGE CAUSED BY INAPPROPRIATE
USE OR NEGLIGENT OPERATION OF THE USER,;

UNAUTHORIZED DISASSEMBLE, REPAIR OR MODIFICATION OF THE
PRODUCT BY THE USER,;

ANY PROBLEM, CONSEQUENTIAL INCONVENIENCE, OR LOSS OR
DAMAGE, ARISING OUT OF THE SYSTEM COMBINED WITH THE
DEVICES OF THE THIRD PARTY;,

ANY CLAIM OR ACTION FOR DAMAGES, BROUGHT BY ANY PERSON OR
ORGANIZATION BEING A PHOTOGENIC SUBJECT, DUE TO VIOLATION
OF PRIVACY WITH THE RESULT OF THAT SURVEILLANCE-CAMERA'S
PICTURE, INCLUDING SAVED DATA, FOR SOME REASON, BECOMES
PUBLIC OR IS USED FOR THE PURPOSE OTHER THAN SURVEILLANCE.



Please refer all work related to the installation o f this product to
qualified service personnel or system installers.
Do not operate the appliance beyond its specifiedt  emperature, humidity
or power source ratings.
Use the appliance at temperature within 0°C ~ +50°C (32°F ~ 122°F) and
humidity below 85%.
The input power source for this appliance is +12 or +24 VDC for the outer
chamber and +5 VDC for the inner DVR host.
Performance and lifetime of hard disk drives are easily affected by heat (used
at high temperature). It is recommended to use this appliance at temperature
within +20°C ~ +30°C (68°F ~ 86°F)
Handle the hard disk drives with care.
It is possible to damage them if they are moved while their motors are still
running. Do not move them just after turning the power on or off (for around
30 seconds).
Protect the hard disk drives from static electricity.
Do not stack them or keep them upright.
Do not use an electric screwdriver to fix them.
Clean only with dry cloth.
Do not block any ventilation openings.
Do not use the appliance near any heat sources such as radiators, heat
registers, stoves or other apparatus that produce heat.
Protect the power cord from being stepped on or pinched particularly at plugs,
convenient receptacles and the points where they exit from the apparatus.
Do not drop metallic parts through slots. This could permanently damage the
appliance. Turn the power off immediately and contact qualified service
personnel for service.
Handle the appliance with care. Do not strike or shake, as this may damage
the appliance.
Do not expose the appliance to water or moisture, nor try to operate it in wet
areas. Do take immediate action if the appliance becomes wet. Turn the
power off and refer servicing to qualified service personnel. Moisture may
damage the appliance and also cause electric shock.
Do not use strong or abrasive detergents when cleaning the appliance body.
When the dirt is hard to remove, use a mild detergent and wipe gently.
Do not overload outlets and extension cords as this may result in a risk of fire
or electric shock.
Please make a note of your settings and save them. This will help when you
are required to change the system configuration, or when unexpected failure
or trouble occurs.
Distributing, copying, disassembling, reverse compiling, reverse engineering,
and also exporting in violation of export laws of the software provided with this
product, is expressly prohibited.
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The digital video/audio recorders are designedifa within a surveillance system for
all kinds of vehicles and are a combination of a hard disk recordexideo
multiplexer, and a web server. To achieve the dsghinter-connectivity and
inter-operability, this series of digital video/aodrecorders are all based on
industry-leading front-end to back-end surveillandefrastructure. With
state-of-the-art system architecture, powerful casgion/decompression engine, and
intelligent recording algorithms, sixfold operatiman be easily achieved without
sacrificing the increasing demands of functionaliperformance, reliability, and
availability in the surveillance industry.

Up to 4 color and/or B/W cameras can be connected

Detachable DVR host

H.264 Baseline Profile video compression/decompression with configurable
quality

ADPCM audio compression/decompression

Real sixfold operation - simultaneous record, liplyback, backup, control, &
remote access

Record capabilities —

Full-D1: up to 30 (NTSC) / 25 (PAL) IPS (Images Becond)

Half-D1: up to 60 (NTSC) / 50 (PAL) IPS

CIF: up to 120 (NTSC) / 100 (PAL) IPS

Playback capabilities —

Full-D1: up to 30 (NTSC) / 25 (PAL) IPS

Half-D1: up to 60 (NTSC) / 50 (PAL) IPS

CIF: up to 120 (NTSC) / 100 (PAL) IPS

Realtime live display, 30 (NTSC) / 25 (PAL) IPSr &ach channel

Event recording, time-lapse recording or both

Playback search by time or event (alarm, motiote®ilossacceleration &

speed

Smart search & playback

Versatile display formats: full-screen and 4 spimhdows

Digital zoom, X2 & X4

Intelligent motion detection with programmable aa@a sensitivity

Powerful alarm processor with configurable trigggrconditions and reactions
One 2.5” SATA hard disk drive

Video/audio backup to SD card or USB2.0 storagecasy including pen drive,
DVD+RW, DVD+R, and DVD-R

Ethernet interface for remote access through welvder or proprietary remote
software, remote alarm notification, FTP video/audiorage, remote setup, and
remote software upgrade

1 I.E. software for multiple DVRs

PTZ control capabilities

Multi-lingual support

Key lock, multi-level password and authenticati@y lprotection to ensure high



degree of security

GPS support

Remote access through mobile phone or PDA
Support mouse operation

Built-in heater for low temperature application
Built-in G sensor for the detection of car accident
Anti-vibration
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. LEDs — Power, LAN, HDD, Video Loss, Failure
Indicators for POWER, LAN access, HDD access, Video Loss, and HDD
Failure.

. I/R Sensor

Used to receive I/R signal from I/R remote controller.

. Left/Right Buttons ( , )
In PTZ control, press these buttons to pan the camera. In playback
mode, press these buttons for fast backward/forward . In the other

screens, press these buttons to move the cursor or focus window.

. UpButton( )
Press this button to move the cursor or focus window in most
circumstances. In PTZ control, press this button to tilt up the camera.

. Down/Step Button ( /»l)

Press this button to move the cursor or focus window in most
circumstances. In PTZ control, press this button to tilt down the camera.
In playback mode, press this button for single step.

. ENTER Button

This button is used as “enter” key in most circumstances. In PTZ control,
this button is used to start/stop the selected PTZ control mode.



7. (Split Windows) +/- Buttons (+/-)
In split-window display, press these buttons for next/previous split-window
display. In the others, press these buttons to change the contents.

8. MENU / ESC Button
Press this button to display the main menu or escape to the upper level
display.

9. Stop ( .) [ PTZ Button
Press this button to stop the playback. While not playing in main screen
display, press this button to enter/exit PTZ control if the focus camera is a
PTZ camera.

10. Play/Pause Button ( P/l
Press this button to play the recorded images, or pause the playback. It
can also be used to display the search menu in main screen display.

11. Copy( B8y / CALL Button
Press this button to copy the playback images to the storage device
connected to the SD slot or USB port. Press this button again to stop
copying. In some dialogs, this button is used as a miscellaneous function
key.

12. MODE Button
Press this button to toggle between live mode and playback mode in main
screen display. In some dialogs, this button is used as a miscellaneous
function key. At playing, this button is used as “slow backward”.

13. Alpha-numeric Buttons (1-4)
Press these buttons for camera selection in most of the circumstances.
These buttons can also be used to enter text and number.

14.Key Lock
Key lock for the DVR host in the outer chamber. Unlock to detach the
DVR host from the outer chamber. It's also used as the power switch of
the DVR host, lock for ON and unlock for OFF. If the DVR is running
when the key is unlocked, the internal buzzer will be triggered until the
power is turned off

15. Front Door
Conceal Ethernet connector, USB Connector, and SD slot.

16. Ethernet Connector
Connect this unit to a 10/100Base-T Ethernet network through this port.

-10 -



17.USB connector (USB)
Connect to USB 2.0 compatible storage device, such as USB 2.0 disk
drive, DVD+RW, card reader, etc. Please note that the maximum USB
current for the DVR is 500 mA.

18.SD slot
Used to insert SD card for backup.

19.Handle
Used to pull out the DVR host after the key is unlocked.

-11 -
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1. PS/2 Mouse Connector — only used for DVR host alone
Connect to PS/2 mouse.

2. Main Monitor Output VGA Connector (VGA, optional) — only used for
DVR host alone
Connect VGA monitor to the optional D-SUB 15-pin female connector for
main monitor display.

3. Outer Chamber Signal Connector
Connect to the PCB in the outer chamber when the DVR host is placed in
the outer chamber.

4. Main Monitor Output Connectors (VIDEO OUT) —onlyu  sed for DVR
host alone
Connect TV monitor to the BNC connector for main monitor display.

5. Audio Output Connectors (AUDIO OUT 1-2) —only used  for DVR host
alone
These connectors supply line-out audio signals to external devices such as
speakers. Recorded audio will be supplied from AUDIO OUT during
playback.

6. NTSC/PAL Selector Switch
Set this unit to NTSC or PAL according to the local TV system.

7. Power Inlet (5V IN) — only used for DVR host alone
Connect to +5VDC power source.

-12 -
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1. Video In/Out & I/R Remote Connector
Connect to Video In/Out & I/R Remote Cable.

2. Audio In/Out & Y/C Out Connector
Connect to Audio In/Out & Y/C Out Cable.

3. Main Monitor Output VGA Connector (VGA, optional)
Connect VGA monitor to the optional D-SUB 15-pin female connector for

main monitor display.
4. RS-232 Connector (RS-232 #1, RS-232 #2 (optional))
Connect this connector to PTZ camera(s) or GPS sensor.

5. Alarm Output Connectors (ALARM OUT 1-2)
Connect these connectors to 1 Normally Closed (NC) alarm outputs (1) and

1 Normally Open (NO) alarm outputs (2).

6. RS-485 Connector
Connect this connector to RS-485 compatible PTZ camera(s). Please refer

to the manuals come with the RS-485 compatible devices for the correct

settings.

7. Alarm Input Connectors (ALARM IN 1-4)
Connect these connectors to external devices such as sensors or door

switches.

8. Car Speed Input Connector
Connect this connector to car speed pulse signal.

-13 -



9. Delay On Output Connectors (DELAY ON 30A)
Connect to the other vehicle devices to avoid excess power consumption at
ignition. Please refer to Section 3.2 Optional Connections for the
connections.

10. Power Inlet (POWER 12-24V)
Connect to +12 or +24VDC power source. Please refer to Section 3.2
Optional Connections for the connections.

-14 -
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TheVideo In/Out & I/R Remote Cable is as shown below.

Brown, Video Input 1
ESIE

Red, Video Input 2

or

Video Input .
lilé

Video Input 2 =

Main Output
—r

Video Input 12vDC

The pin definitions of the Video Input Connectod&l?VDC Power Connector are as
shown. Please note that the maximum total output curreni2VDC of this DVR is

1.0 ampere.

-15 -
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TheAudio In/Out & Y/C Out Cable is as shown below.

s |
p=
=

DB9Y9 connector

L0

Brown, S-Video Output

i1=All

Yellow, RCA, Audio InTut 1

Green, RCA, Audio Input 2

®

-16 -
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Red, RCA, Audio Output 1

@
-

range, RCA, Audio Output 2
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The remote controller is an optional accessoryasedhe user’s operations. You can
do all the operations by the remote controlleraadtof the buttons on the front panel.
Besides, the user needs to use remote controldy smme advanced operations. The
effective distance is about 10 meters without dostacle.

DVR 1D selection buttoms

Most of the buttons corresponds to one of thosébston the front panel. Please
refer to the descriptions iBection 2.1. For the other buttons, the descriptions are as
below:

1. Alpha-numeric Buttons (1-9, 0, *, #)
Press these buttons for camera selection in most of the circumstances.
These buttons can also be used to enter text and number in the way
similar to most of the mobile phones.

2. SEQ Button
Press this button to switch to or return from SEQ display mode in main
screen display. In some dialogs, this button is used as a miscellaneous
function key.

3. CALL Button
Press this button to switch to or return from full screen display of the focus
camera in main screen display. In some dialogs, this button is used as a
miscellaneous function key.

4. SEARCH Button
Press this button to display the search menu in main screen display. In
some dialogs, this button is used as a miscellaneous function key.

217 -



. Alarm Reset Button

Press this button to cancel alarm activation, and return the system to the
condition before the alarm was activated.

. REC Button

Press this button to force manual recording. To stop manual recording,
press it again.

. Up/BS Button ( /BS)

Press this button to move the cursor or focus window in most
circumstances. In PTZ control, press this button to tilt up the camera. In
text editing mode, this button is used as “backspace” key.

. Down/DEL Button (  /DEL)

Press this button to move the cursor or focus window in most
circumstances. In PTZ control, press this button to tilt down the camera.
In text editing mode, this button is used as “del” key.

. ESC/PTZ Button

In main screen display, press this button to enter/exit PTZ control if the
focus camera is a PTZ camera. In the other displays, press this button to
escape to the upper level display.

10. MUTE/NEXT Button

In PTZ control, press this button for the next miscellaneous control. In the
other screens, press this button to mute the audio.

11.X2/GOTO Button

In PTZ control, press this button to move the camera to the preset position.
In full screen display, press this button for Digital Zoom (X2/X4).

12. (Vol/Zoom) +/- Buttons ( C0+/C-/C0)

In PTZ control, press these buttons to zoom in/out the camera.

-18 -
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The installations described below should be madeguayified service personnel or
system installers.

"%

Please refer to the following diagram for the cantioms.

External
Device

VGAOPTIONAL} £
T
oDooo 3 \
|\ lDz:nmuluo‘:'oncv }I @ @ A
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AUDIO IHoLUT

eeeee

e — — | ———————————— ———

Please make sure to set the NTSC/PAL Selector Switon the back panel of the
inner DVR host according to the local TV system for the systerwaéok correctly.

Cameras
Connect thevideo In/Out & I/R Remote Connector to the video outputs from

system cameras or other composite video sourceddém In/Out & I/R Remote
Cable. The internal 75 termination is always ON.

Main monitor
Connect the/ideo In/Out & I/R Remote Connector to a surveillance TV monitor
via Video In/Out & I/R Remote Cable, theAudio In/Out & Y/C Out Connector
to a surveillance TV monitor viAudio In/Out & Y/C Out Cable , or theoptional
VGA connector to a VGA monitor. The TV/VGA monitor displays seted live
or recorded cameras in any available split windounft.

-19 -



Hard disk drive
Make sure to install one 2.5” SATA hard di$kax. storage size 1TB) inside the
DVR. The steps are as below:

1. Unlock the DVR host, and then pull out the DVR hogif the DVR host is
connected with +5VDC power supply, please discontiecpower supply.)

2. Use a screwdriver to uncover the DVR host.
3. Use a screwdriver to fix the SATA HDD as shown.

N

4. Use a screwdriver to fix the HDD rack in the DVRshas shown.

\
\

Connect the cables, and use tape to fix the cavirectors firmly as shown.

1
- by | B
N
=5 =X - S
- > o

6. Cover the DVR host.
7. Place the DVR host inside the outer chamber an& tbhe DVR host if
necessary.

-20 -



Note 1: The HDD must be formatted before it can be used taecord
video/audio. Please refer t&ection 6.6.1to format the HDD.

Power
Connect+5VDC power source to the DVR host if it's detached frtime outer
chamber and used for playback/archive. Or conhg2t24VDCpower source to
the outer chamber if it's used in a vehicle (pleger to the diagrams below).

Power connection without ignition key Power connection with ignition key

-& 4% "$

Audio inputs
Connect thédudio In/Out & Y/C Out Connector to aAudio In/Out & Y/C Out
Cable, and then connect the audio input connectors ef dhble to the audio
line-outs from system cameras or other audio ssurc®lease make sure to
associate the audio inputs with the cameras in Ga®etup as described $®ection
6.2 accordingly.

Audio outputs
Connect thédudio In/Out & Y/C Out Connector to aAudio In/Out & Y/C Out
Cable, and then connect the audio output connectorshefcable to the audio
line-ins from speakers.

Alarm inputs
Connect the alarm inputs to NC and/or NO type afral signals. Please make
sure to setup the alarm configurations as desciib8dction 6.3accordingly.

Alarm outputs
Connect the alarm output #1 to NC type of alarrmaligalarm output #2 to NO
type of alarm signals.

-21 -



Ethernet

Connect the Ethernet connector to a standard tivizd@ Ethernet cable for
remote access via LAN or internelWireless router is needed for wireless
communications. Please make sure to setup the related configunsatas
described irSection 6.10 Network Setup

SD card
If the user wants to use SD card to retrieve ingdrtecorded images and/or audio,
please connect it to the SD slot.

USB 2.0 disk drives, DVD+RW, card reader, etc.
If the user wants to use USB2.0 peripheral dewviceetrieve important recorded
images and/or audio, please connect it to the USBgonnector.

I/R remote controller
The user may use I/R remote controller to contreldigital video/audio recorder.

PTZ Cameras
Connect the RS-232 connector or the RS-485 connéxtBTZ camera(s) via the
appropriate cable. The system supports a variétylifferent PTZ cameras,
including Pelco D protocol Dome, SamSung SCC-6&#atel Cyber Dome,
Bosch AutoDome, etc. But different PTZ cameras caexist in a system only if
they support the same protocol. Please make surgett the PTZ ID of the
camera(s), and setup the cameadtion 6.), and RS-232 or RS-422/485€ction
6.9) accordingly.
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GPS modem
Connect the RS-232 connector to GPS modem via pipeopriate cable. The
system supports the GPS modems WMEAOQ0183 protocol. Please make sure to
setup the RS-232 porgéction 6.9 accordingly.

Car Speed Pulse Signal
Connect the Car Speed Pulse connector to the eadguulse signal of the vehicle.
Please make sure to setup the Car SpBedtipn 6.11.Jand Speed AlarnSection
6.11.3 accordingly.

Delay ON Connection
Connect the Delay ON connector to the other devilbas need to start operating
after the DVR has started operatind-he maximum total current for the delay
on devices is 30 amperes.The connection diagram is as shown below.

-23-



Bracket (optional)
Bracket face-up as shown below:

Bracket face-down as shown below:

-24 -
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The split-window screen, as shown above, is thennsareen after system startup.
There are two types of split-window screens, inclgdl-Window and 4-Window.
The system will remember the last one before norsmitdown (as described in
Section 5.p of the system. In addition to the split windowke system time is
displayed on the lower-left corner, the systemestain the lower-right corner, and the
rolling screen messages, if shown while certaimewecurs, on the lower corner.

The system states, from right to left, are desdréxethe followings:

(1) Normal recording percentage,

(2) Alarm recording percentage,

(3) Mute state — speaker icon shown for not mudé shown for mute,

(4) X2 state — X1, X2, or X4,

(5) Manual record ON/OFF — REC icon shown for ON,

(6) Backup state — Backup icon shown for backugd, an

(7) SEQ display ON/OFF or playback state — SEQ isloown for SEQ display ON,
other icons for different playback states.

If mouse is connected, the mouse operation icorisb&i shown when the mouse
cursor is moved to the bottom of the screen.

-25-
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There are certain circumstances that the systemresgthe user to enter text, such as
system login, camera title setup, and so on. PBles® the remote controller and
follow the steps below to enter text:

(1) Pres€ENTER to edit the highlighted option. The flashing arrwill be shown to
indicate the editing point.

(2) Press to move the cursor to the left/right.

(3) Presscode in text editing mode to change text case. (I§ thntry can accept
number only, pressingode will have no effects.) Indicators on the screbave
the current setting:

123 = Number only

abc = No capital letters

ABC = All capital letters

CODE = Internal code for the selected language, suc@hasese, Japanese, etc.

(4) Press a number ke$-0, 0) repeatedly until the character you want appedis.
for 1 or space? for 2, a/A, b/B, or c/C, etc.) If intern&@ODE is selected, a
CODE line will be added (after the first code is entered)dach new code to be
entered. Please check the internal code tablethiorselected language. For
2-byte code, e.g. Chinese or Japanese, the codptadds from 0000 - FFFF.

(5) Pressmark to bring up a list of punctuation marks and specieracters. The
highlighted character in the list shows the setkkciee. Press to change
the selection.

(6) If you make a mistake, preBS to remove the character to the left of the cursor,
pressDEL to delete the character at the current cursotipasi

(7) In text editing mode, internal code box, andrkniest, pressENTER to exit and
save changes, preBSC to exit without making changes.

Note: If the user clicks on the left button of theuse on the item, Keyboard
Simulator will be shown. Click on ‘# (or “abc”, ..) to cinge text case. Click
on the alpha-numeric characters to enter text @DE). Click on “** for mark.

/& 6% 6!
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There are three password levels in the systemudiay Administrator (highest),
Supervisor, andOperator (lowest). If the user does not login the systeaishe will
be treated as “Guest” and can only view live vidiggplay. Please refer to Section
6.7to set “Guest” at higher access level.

The system allows up to 18 user accounts. The ragirdtor can set up the login
name and password for each user. (Please reSactoon 6.7for Password Setup.)
The Operator can operate live video display, thpeBusor live video display, image
playback and archive, and the Administrator evengh

To login/logout the system,
press MENU in split-window
display to call up Menu display,
and then pres€ENTER when
the highlighted option is
Login/Logout to enter
Login/Logout display as shown.

In Login/Logout display, follow

the Text Input method described3ection 4.10 enter thd.ogin name andPassword
press to highlight and seledtogin option, and then pre€SNTER to login the
system. If the user wants to logout the systest, guess to highlight and select
Logout option, and then preENTER. Pres€SC to exit without making changes.

There is one factory-preset login name/passwortilaa/Administrator level. The
user can use it to login the system for the firaet

Should the user have forgotten all the administratplevel passwords, please
contact the local dealer or installer to recover fom it.

/ - $Il 4 $
The basic user’s operations are described below:

Numeric (Mouse:
Press these buttons to switch to the full-windosptiy for the camera.

L.

Alarm Reset (Mouse: )
Press this button to cancel alarm activation,reset the alarm outputs and silence
the buzzer.

;
MODE (Mouse: ) (Administrator/Supervisor)
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In split-window display, press this button to changrcularly the live/playback
mode for the focus window and the other windowd fbam a rectangle on the
screen.

SEQ (Mouse: )

Press this button to switch to or return from SE&bky mode. In SEQ display
mode, each page in the sequence will be showrhtopteset page dwelling time
sequentially, and SEQ icon will be shown on thedpwght corner of the screen.

SEARCH (Mouse: ) (Administrator/Supervisor)

In split-window display, press this button (or ) to display the search menus.
The system will remember the last one the userechos

REC (Mouse: @)
Press this button to force manual recording. Tp shanual recording, press it
again. All cameras will be recorded as if the skcthed record is A/V, and REC
icon will be shown on the lower-right corner of thereen if manual recording is
ON.

MENU (Mouse: )
In split-window display, press this button to depthe versatile menu.

Stop ( )/ PTZ (Mouse: )
In split-window display, press this button to enR¥Z control mode if the focus
camera is a PTZ camera.

X2 (Mouse: ﬁ)
In full screen display, press this button to elgital Zoom mode. Please refer to
Section 4.4 Digital Zoorfor the detailed operations in Digital Zoom mode.

Press these buttons to move focus. The titleettmera for the focus window is
highlighted as shown on the screen.

MUTE (Mouse: W)
Press this button to mute/not mute the audio.

+/- (Mouse: ")

Press these buttons to circulate up/down amongwuaikable split-window displays.

&
ENTER (Mouse: )
Press this button to display tl&PS data if there’s GPS data fed to the DVR.
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Please select the Type, Position, Background, Remd,number of Characters on
the screen, and then préSNTER to display the GPS data, B6C to cancel. For
software V6.12 or above, the user may enable/dis&SD display for certain
fields in main screen. In GPS display press for page up/down, press
ENTER to close it, or presMENU/SEARCH)/.. to call up the corresponding
display as if there’s no GPS display.

[/ $6$ 7'

The system supports X2/X4 Digital Zoom function.o dse this function, press2
button (Mouse: ) in full screen display to enter Digital Zoom mod&.here will
be a zoom window shown in the video window as showihe zoom window (a) will
always be shown at zoom factor X1, (b) can be showhidden at zoom factor X2,
and (c) will never be shown at zoom factor X4. Tdperations in Digital Zoom
mode are as below:

(Mouse: Click in the video window)
Press these buttons to
(a) move the zoom window if it's shown in the video daw, or
(b) navigate the video window around if the zoom fatdoX2 or X4.

ENTER (Mouse: Click in the video window)
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Press this button to zoom in the zoom window, foéInto X2 or from X2 to X4, if
the zoom window is shown in the video window.

X2 (Mouse: ﬁ)
Press this button to
(a) show/hide the zoom window if the current zoom facsoX1/X2, or
(b) zoom out the video window back to zoom factor Xthé current zoom factor
is X4.

MENU/ESC (Mouse: )
Press this button to escape from Digital Zoom made] return to normal full
screen display. The video window will always rettw zoom factor X1.

-30 -



2

1 $4 8

In split-window display, presSIENU (Mouse: ) to call up Menu display as
shown.

There are a variety of displays under Menu displdy. Menu display and all the
subsequent displays, the items enabled are shovimaok-colored text, and those
disabled in white-colored text. Please refeAppendix Bfor the Structure Of Menu
Displays. Please refer &ection 4.Zor Login/Logout display.

The user’s operations are described as the follgsvin

Press these buttons to change the highlighted item.

ENTER (Mouse: Click in the menu item)
Press this button to enter the detailed displayhefhighlighted option. For the
details of each option, please refer to the follgysections.

MENU/ESC
Press this button to escape from Menu displayranuan to split-window display.
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In Menu display, press to change the highlighted option $tatus and then
pressENTER to call up Status display as shown.

Status display includes Alarm Recording Status,nidrRecording Status, Camera
Status, Alarm Input Status, Product Serial Numlaeid Product Version Number.
PressMENU/ESC to escape from Status display, and return to Méspial.
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In Menu display, press to change the highlighted option tdideo
Adjustment, and then predSNTER to call up Video Adjustment display as shown.

There are 4 items which can be adjusted, inclu@nghtness, Contrast, Hue, and
Saturation. The operations are as below:

Press these buttons to select the items.

Numeric (Mouse: )
Press these buttons to change the camera.

+/-
Press these buttons to adjust the selected item.

SEQ (Mouse: E)

Press this button to reset the settings for thisera to factory default values.

CALL (Mouse: @)
Press this button to reset the settings for allerasito factory default values.
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MODE (Mouse: )
Press this button to restore the values.

MENU/ESC (Mouse: )
Press this button to escape from this screen, andnrto Menu display. The
settings will be saved for future reference.
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In Menu display, press to change the highlighted option YA Display,
and then presSNTER to call up VGA Display dialog as shown.

There are 5 items which can be adjusted, incluBegpolution (1280x1024, 1024x768,
800x600, 640x480), Brightness, Contrast, Hue, atdr&tion. The operations are as
below:

(Mouse: Click in the respective item)
Press these buttons to select the items.

+/-
Press these buttons to adjust the selected item.

MODE (Mouse: Letft click)
Press this button to restdBeightness, Contrast, Hue, and Saturatiorto factory

default values.

MENU/ESC

Press this button to escape from this screen, etutnrto Menu display. If the
contents have been modified, a Save dialog wikl@vn to ask the user to save
the changes, pre&NTER to exit and savaM ENU/ESC to exit without saving.
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In Menu display, press to change the highlighted option Backup Device
and then presENTER to call upBackup Devicedisplay as shown below.

The system supportSD card and a variety olJSB 2.0 storage devicemcluding
Storage Disk Drives and DVD Disc (including DVD+RWIVD+R, and DVD-R).
(DVD-RW is not supported.) The operations areelew:

Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen,etndrto previous display.

Connect/Disconnect- If the backup device is disconnected (as show@urrent
Status), please plug the device in one of the hagarts (USB or SD) and/or
insert a DVD for DVD device, and then prdsNTER (Mouse: Left click) to
command the system to connect with it. If the devs already connected (EX.
R/W - Read/write, as shown in Current Status), ggepres€NTER (Mouse:
Left click) to command the system software to disconnect thighdevice, and
then unplug the device from the backup port.

Note 1: DO NOT format the DVD disc for better perfamance and compatibility.

Note 2: Before using USB pen drive, please format to FAT32 file system by
MS-Windows; for SD card, please format it to FAT fle system.

Note 3: The backup device has to be connected byetlsystem software before it
can be used to read/write. If it failed to connegtplease unplug the device,
and then plug the device in the USB port again.

Note 4: Some backup devices may have compatibiligroblems. Please contact
your local dealer or installer for the supported deices.

Note 5: Please DO NOT unplug the backup device whetis connected, or the
system may become abnormal or even hang up.

Backup

PressENTER (Mouse: Left click) when this item is selected to backup the
configurations of this unit to the correspondingide. For software V6.12 or
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above, you may enter the directory to backup the edigurations to.

Restore

PressENTER (Mouse: Left click) when this item is selected to restore the
configuration files in the corresponding backupidevo this unit. For software
V6.12 or above, you may enter the directory to reste the configurations
from.

Some USB 2.0 Devices Tested

USB-Storage Enclosures 5.25” —
Macpower’s Alumni Prefect USB 2:0PF-U2MS

USB-Disk Storage —
Transcend’s JetFlash 150/V60 Series
Apacer ’s Handy Steno AH220
Pretec ’s i-Disk Wave 512M-Black
Kingston 's DataTraveler USB Flash Driver(DTI/512FE)
SanDisk ’s Cruzer micro USB Flash Driver
Sony’s MICRO VAULT Classic Series

DVD Writer —

Asus DRW-1608P Series

Pioneer DVR-A11, DVR-X152 Series

BenQ EW200G Series

LITEON LightScribe DVD Writer SHM-165H6S, 20X DVD W riter DX-20A4P
Sony DVD/CD Rewritable Drive Model DRX-810UL Series

NEC DVD/CD Rewritable Drive Model ND-4550A Series

HP dvd9404e External 18X Super Multi DVD Writer Selies

Some DVD Discs Tested — Only single-side, single-la  yer disc supported

Infomedia DVD+R 16X
Mitsubishi DVD+RW 1-4X
Philips DVD+RW 1-4X

Ritek DVD-R 8X, DVD+RW 1-4X
Verbatim DVD+RW 1-4X

Some SD Cards Tested

Transcend’s TS1GSDC Series — SD memory card 1GB
Toshiba’'s SD-M01GR3W Series — SD memory card 1GB
SanDisk’s SDSDB-1024-P60 Series — SD memory ca8l 1G
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In Menu display, press to change the highlighted option toftware
Upgrade, and then predSNTER to call up Software Upgrade display as shown.

The operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen,etndrto Menu display.

Following is a brief description for each item atsispecific operations:

Backup Device— presENTER (Mouse: Left click) to call up Backup Device
dialog (if there’s no backup device connected).

Disk Storage-— to select the disk storage to upgrade. P¥&sButtons to select
the available storage.

Upgrade File— presENTER (Mouse: Left click) to start the upgrade process

when the highlighted file is a correct upgrade.filé confirmation dialog will be
shown on the screen, prdSSTER to confirm to upgrade the system software.

Note : After the software is upgraded, the system W restart immediately. The
split window display will be shown after restart, gease wait a moment.
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In Menu display, press to change the highlighted option $hutdown, and
then presENTER (Mouse: Left click) to shutdown the system. A confirmation
dialog will be shown on the screen, préSdTER to confirm the shutdown. The
system will save all the files and all the statag] then display a power-off message in
the rolling screen message area. The user mayrpuffvihe system safely when the
power-off message is shown.
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In Menu display, press to change the highlighted option &2tup, and then
pressENTER to call up Setup Menu display as shown. (To eS8&tup Menu display
of the system, please login as Administrator first.

The user’s operations are described as the follgsvin

Press these buttons to change the highlighted item.

ENTER (Mouse: Left click)
Press this button to enter the setup of the higtdid) option. For the details of
each option, please refer to the following sections

MENU/ESC
Press this button to escape from Setup Menu disptad/return to Menu display.

If the user wants to reset all the settings todigctlefault values, he/she may press

to change the highlighted option tactory Defaults and then press
ENTER. A confirmation dialog will be shown, preENTER againto make the
changesMENU/ESC to not do it.
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In Setup Menu display, press to change the highlighted option to
Pre-Camera, and then preseNTER (Mouse: Left click) to call up Pre-Camera
Setup display.

There are up to 4 cameras which can be connectdteteystem. The Pre-Camera
Setup allows the administrator to define some fumelatal attributes for all the
installed cameras.

The general operations are as below:

Press these buttons to select the items.

Numeric
Press these buttons to select the camera.

MENU/ESC

Press this button to escape from this screen,endrto Setup Menu display. If
the contents have been modified, a Save dialoghgilshown to ask the user to
save the changes, preSBITER to exit and saveMENU/ESC to exit without
saving.

Following is a brief description for each item atsispecific operations:

REC Resolution— the record resolution for all the cameras ingpstem. For
NTSC, it can be 720x480, 720x240, or 360x240; #kL,FP720x576, 720x288, or
360x288. Press/- buttons to select the resolution.

Watermark — to record with digital watermark or not. If yesdl the recorded
images for all the cameras will have digital watarknembedded. PreENTER

or +/- (Mouse: Left click) to check/uncheck this item. The default setting is
“ " - checked.
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Installed — whether this camera is installed or not. Iftafled, the following
items will be settable. PreseNTER or +/- (Mouse: Left click) to
check/uncheck this item. The default setting is ‘thecked.

PTZ ID —the PTZ ID of this camera if it's a PTZ camerdhe PTZ ID has to be
consistent with the setting of this camera. Pleader to the manual of the
camera for the ID setting. Presk buttons to change the value (N/A or 0-255).

The default setting isN/A” — Not Available, which means that it's not a PTZ
camera.

3& 14

In Setup Menu display, press to change the highlighted option @amera,
and then presdSNTER (Mouse: Left click) to call up Camera Setup display.

The Camera Setup allows the administrator to ddfieeattributes for each camera.
There are up to 4 cameras which can be connectbe &ystem.

The general operations are as below:
(Mouse: Letft click)
Press these buttons to select the items. Theagispill scroll left/right if the

selected item is not shown on the screen.

Numeric
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Press these buttons to select the camera.

COPY
Press this button to copy all the settings - exolyidletailed Motion settings, Video
Loss settings, Title/Audio - of the focus cameralldhe following cameras. (EX.
focus camera is 1, its settings will be copiechtmse of cameras 2-4.)

MENU/ESC
Press this button to escape from this screen, etadnrto Setup Menu display.  If
the Save dialog is shown, preBSTER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atsispecific operations:

Title — The title (Max. 8 characters) of this cameraeaBe follow the Text Input
method described iBection 4.10 modify this item.

Video Loss Settings..— used to setup the action settings when video iwss
detected for this camera. PrdSSTER (Mouse: Left click) in Settings..to
call up Video Loss Setup display for the camerdeast refer t&ection 6.2.Xor
the details.

Motion Detection — whether the motion detection of this cameranabéd or not.
(Note : this field has no effect for the Smart Seah information.) Press
ENTER or +/- to check/uncheck this item. The default settg\g'’i - checked.

Motion Settings..— used to setup the motion settingsed for Motion Detection
or Smart Search for this camera. PredSNTER (Mouse: Left click) in
Settings..to call up Motion Setup display for the cameraleaBe refer t&ection
6.2.2for the details. Please note that if the Motion Detection is disabig the
default factory motion settings should work fine f@ Smart Search.

Covert — covert or not. If the camera is covert, thesvidf this camera can only
be seen if the user has logged in as AdministrateresEENTER or +/- (Mouse:
Left click) to check/uncheck this item. The default setts g - unchecked.

Call By Event — whether to switch the main monitor to the vidéthis camera if
certain event occurs for this camera. There aptibns, including Off, Motion,
Alarm, Both (Motion & Alarm). Press/- buttons to select one.

Dwell Time — the dwell time ifCall By Event is set to Motion, Alarm, or Both.
Presst/- buttons to adjust the value (3-60 seconds, discret

Audio — the AUDIO IN corresponding to this camerdf selected, the audio

data for the selected AUDIO IN will be recorded wih the video data for this
camera. Presst/- buttons to select none (N/A) or the AUDIO Inpufd2).
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The default setting is “N/A”.

Record Quality — the record quality for this camera. Pressbuttons to select
the value (1-9, with 1 the lowest (rough) qual&ythe highest (fine) quality).

Event Record IPS- the IPS (Images Per Second) for this camerartéin event
(Motion, Alarm) occurs for this camera. This caenaiill be recorded at this rate
for Post-record time since the event occurs. @elegefer to the following
sections for Post-record time.) Pregsbuttons to select the value (0 — 25 (PAL)
/ 30 (NTSC), discrete).

Pre-record IPS — the pre-record IPS for this camera if certaiarg\(Video Loss,
Motion, Alarm) occurs for this camera. This camiraecorded at this rate for
Pre-record time before the event occurs. (Pleaf to the following sections
for Pre-record time.) Press- buttons to select the value (OEvent Record
IPS for this camera, discrete)Please note that the totalent Record IPS/
Pre-record IPS should not exceed the system recording capaciiys@ 120/CIF,
60/Half-D1, 30/Full-D1; PAL: 100/CIF, 50/Half-D1,52Full-D1), or the system
will lower the actual rate automatically at recougli

Normal Record IPS— the normal record IPS for this camera. Thisaamwill
be recorded at this rate if no event occurs. P¥ésbuttons to select the value
(O —Pre-record IPSfor this camera, discrete).

3& *$ 14

In Camera Setup, pre&NTER

to call up Video Loss Setup of
the selected camera as shown
when the highlighted option is
Video Loss Settings.. of the
camera to setup. The Video
Loss Setup allows the
administrator to define how the
system responds to the detected
video loss for the camera.

The general operations are as
below:

(Mouse: Letft click)
Press these buttons to select the items.

Numeric
Press these buttons to select the camera.
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COPY
Press this button to copy the Video Loss settingthe focus camera to all the
following cameras. (EX. focus camera is 1, itsadid_oss settings will be copied
to those of cameras 2-4.)

MENU/ESC
Press this button to escape from this screen, etmdrto Camera Setup display. If
the Save dialog is shown, preBSTER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atsispecific operations:

Duration — response duration to define at most how longé€iconds) the Alarm

Out relay and the Buzzer will keep being triggeatér video loss is detected for
this camera. However, the Alarm Out relay and Bwezzer will be reset

immediately once the camera returns to normal. s$€ buttons to adjust the
value (3 seconds - 60 minutes, discrete, ‘-* faréver’).

Camera to go— the camera to go to the preset position in fieid after video
loss is detected for this camera. “Camera to gofiera must be a PTZ camera.

Goto Preset— to define the preset position to go to for tiearhera to go”
Camera in last field if video loss is detected tlws camera. For more details
about preset locations, please refeCtmpter 7 PTZ Control

Pre-record — to define how long before video loss is detetitésicamera shall be

intensively recorded at Pre-record IPS. Pressbuttons to adjust the value

(0-10 seconds, discrete). Please note that thealapte-record time may be

shorter than the value set if the total size of gherecord pictures exceeds the
pre-record buffer size of the system.

Alarm Out — to define which Alarm Output will be triggeredhan video loss of
this camera is detected. Preds buttons to select none (N/A) or one of the
Alarm Outputs (1-2).

Buzzer — to activate the internal Buzzer or not when wgitless of this camera is
detected. Pred€SNTER or+/- (Mouse: Left click) to check/uncheck this item.
The default setting is * - checked.

Log — to log to event logs or not. PreSBITER or +/- to check/uncheck this
item. The default setting is™- checked.

Screen Message- to display the event message on the screen tor Roess
ENTER or +/- to check/uncheck this item. The default sett;g'’i - checked.
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E-mail — to send the event e-mail to remote station ¢r nbhe e-mail will be
sent to the predefined receivers at the moment leeevent is triggered. Press
ENTER or +/- to check/uncheck this item. The default settisg“+” -
unchecked.

FTP — to send the recorded event video/audio fileET® server or not. Press
ENTER or +/- to check/uncheck this item. The default settisg“+”
unchecked.

3&& $ 4

In Camera Setup, predSNTER to call up Motion Setup as shown when the
highlighted option isMotion Settings.. of the camera to setup. The Motion setup
allows the administrator to define how the systesponds to the detected motion for
the camera.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

Numeric
Press these buttons to select the camera.

COPY
Press this button to copy the Motion settings,uditlg Detection settings, of the
focus camera to all the following cameras. (EXcu® camera is 1, its Motion
settings will be copied to those of cameras 2-4.)
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MENU/ESC
Press this button to escape from this screen, emdrto Camera Setup display. If
the Save dialog is shown, preBSTER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atslspecific operations:

Duration — response duration to define at most how longéiconds) the Alarm
Out relay and the Buzzer will keep being triggeadtr motion is detected for
this camera. However, the Alarm Out relay and Bwezzer will be reset
immediately once the camera returns to normal. s$¥é buttons to adjust the
value (3 seconds - 60 minutes, discrete, ‘*-* fayrdver’).

Camera to go— the camera to go to the preset position in fiekt after motion
is detected for this camera. “Camera to go” camauat be a PTZ camera.

Goto Preset— to define the preset position to go to for tl@@arhera to go”
Camera in last field if motion is detected for tbéanera. For more details about
preset locations, please refeiGbapter 7 PTZ Control

Pre-record — to define how long before motion is detected tamera shall be

intensively recorded at Pre-record IPS. Pressbuttons to adjust the value

(0-10 seconds, discrete). Please note that thealapte-record time may be

shorter than the value set if the total size of gherecord pictures exceeds the
pre-record buffer size of the system.

Post-record — to define how long after motion is detected ttasnera shall be
intensively recorded at Event Record IPS. Prgsduttons to adjust the value
(0 second - 60 minutes, discrete).

Alarm Out — to define which Alarm Output will be triggeredhe@n motion of this
camera is detected. Press buttons to select none (N/A) or one of the Alarm
Outputs (1-2).

Buzzer — to activate the internal Buzzer or not when opmtof this camera is
detected. PredSNTER or+/- (Mouse: Left click) to check/uncheck this item.
The default setting is * - checked.

Log — to log to event logs or not. PrdsBITER or +/- to check/uncheck this
item. The default setting is™- checked.

Screen Message- to display the event message on the screen tor Roess
ENTER or +/- to check/uncheck this item. The default sett;g'’i - checked.

E-mail — to send the event e-mail to remote station ¢r nbhe e-mail will be
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sent to the predefined receivers when the evenggered. PresSNTER or +/-
to check/uncheck this item. The default settingHs- unchecked.

FTP — to send the recorded event video/audio fileBT® server or not. Press
ENTER or +/- to check/uncheck this item. The default settisg“+” -
unchecked.

Detection Settings..— used to setup the motion detection settingduadieg
detection area and sensitivity, when motion is aete for this camera.Please
note that the detection area and sensitivity are ab used for the Smart Search
information. There won’'t be any Smart Search infomation stored outside
the detection area. So, it's better to enable theshole area if the motion
detection for the camera is disabled (and only SméaiSearch is used). Press
ENTER in Settings.. to call up Motion Detection Setup (as shown) fhist
camera. In Motion Detection Setup, the video asedivided into many small
grids, and the area withansparent grids is the area which wilbe detected for
motion, while gray grids not detected for motion. Besidthere is a (green)
Mask window.

Following is a brief description for the operations

Numeric (Mouse: )
Press these buttons to select the camera.
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Press these buttons to move the Mask window.

+/- (Mouse: Left click and drag)
Press these buttons to resize the Mask window.

ENTER (Mouse: Il
Press this button to set/reset the area under #sk Mindow.

MODE (Mouse: [[Hh)
Press this button to set/reset the whole video area

SEQ (Mouse: EE)
Press this button to decrease the sensitivity, fddin— 1, for the motion
detection of this camera.

CALL (Mouse: EE)
Press this button to increase the sensitivity, frbora- 10, for the motion
detection of this camera.

SEARCH (Mouse: E‘:‘])
Press this button to test the motion detectionhed tamera. The detected
motion will be shown on the screen. Press thisobudgain to stop testing.

MENU/ESC (Mouse: )
Press this button to escape from Motion Detectietug and return to Motion
Setup.

3- ' 14

In Setup Menu display, press to change the highlighted option Adarm,
and then preseNTER to call up Alarm Setup display as shown. The Al&8etup
allows the administrator to define the attributesdach alarm input, and the actions if
it’s triggered. There are up to 4 alarm inputsalilgan be connected to the system.
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The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

Numeric
Press these buttons to select the alarm input.

COPY
Press this button to copy the settings of the fadasm input to all the following
alarm inputs. (EX. focus alarm input is 1, itstisgfs will be copied to those of
alarm inputs 2-4.)

MENU/ESC
Press this button to escape from this screen, etodnrto Setup Menu display.  If
the Save dialog is shown, preBSTER to exit and saveMENU/ESC to exit

without saving.
Following is a brief description for each item atslspecific operations:
Normal State — presst/- buttons to seledi/A, Closeor Open. Please check
the signal type, normally close or normally opeonrected to the alarm input
terminal on the rear panel of the system. If tisen® signal connected, please
selectN/A — Not Available, and the following items will nbe settable. The
default setting i©Open.

Focus Camera- the camera corresponding to this alarm input.
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Duration — response duration to define at most how longé€iconds) the Alarm
Out relay and the Buzzer will keep being triggesdter this alarm input is
triggered. However, the Alarm Out relay and thez&uw will be reset
immediately once this alarm input returns to notm#&resst/- buttons to adjust
the value (3 seconds - 60 minutes, discrete, t-‘Forever’).

Goto Preset— to define the preset position to go to for tleels Camera if this
alarm input is triggered and the Focus CameraP$Acamera. For more details
about preset locations, please refeCtmpter 7 PTZ Control

Pre-record — to define how long before this alarm input igdered the Focus
Camera shall be intensively recorded at Pre-re¢tB& Presst/- buttons to
adjust the value (0-10 seconds, discrete). Pleatethat the actual pre-record
time may be shorter than the value set if the teitzé of the pre-record pictures
exceeds the pre-record buffer size of the system.

Post-record — to define how long after this alarm input igg¢ered the Focus
Camera shall be intensively recorded at Event Retie. Press/- buttons to
adjust the value (0 second - 60 minutes, discrete).

Alarm Out — to define which Alarm Output will be triggerech@n this alarm
input is triggered. Pres&/- buttons to select none (N/A) or one of the Alarm
Outputs (1-2).

Buzzer — to activate the internal Buzzer or not when #igm input is triggered.
PressENTER or +/- to check/uncheck this item. The default settiad T -
checked.

Log — to log to event logs or not. PreSBITER or +/- to check/uncheck this
item. The default setting is™- checked.

Screen Message- to display the event message on the screen tor Roess
ENTER or +/- to check/uncheck this item. The default settgy’i - checked.

E-mail — to send the event e-mail to remote station ¢r nbhe e-mail will be
sent to the predefined receivers when the evenggered. PresSNTER or +/-
to check/uncheck this item. The default settingHs- unchecked.

FTP — to send the recorded event video/audio fileET® server or not. Press

ENTER or +/- to check/uncheck this item. The default settisg“+” -
unchecked.
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In Setup Menu display, press to change the highlighted option$&Q
Display, and then predSNTER to call up SEQ Display Setup as shown.

The SEQ Display Setup allows the administrator ¢ébn@é the display pages in SEQ
Display for main monitor. There is only 1 dispkgpe - 1-Window.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, etadnrto Setup Menu display.  If
the Save dialog is shown, preBSITER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atsispecific operations:

Total Pages— total pages for this SEQ Display Type. Presduttons to select
the desired number from the available list.

Dwell Time — the dwell time (3 ~ 60 seconds, discrete) forhepage of this
display type. Press&/- buttons to change the value.

Page Settings.— used to set the camera in each viewing windovwe&ch page of

this SEQ Display Type. PreBNTER (Mouse: Left click) to call up Display
Page Setup as shown.
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In Display Page Setup, the split window display fiee current page is shown.
And the title of the camera for the focus wind@ahighlighted Following is a
brief description for the operations:

Numeric (Mouse: )
Press these buttons to change the camera for trentpage.

+/- (Mouse: @E)

Press these buttons to change the current pagieisd8EQ Display Type.

MENU/ESC (Mouse: )
Press this button to escape from Display Page Seg return to SEQ
Display Setup.
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In Setup Menu display, press to change the highlighted option $eheduled
Record, and then predSNTER to call up Scheduled Record Setup.

The Scheduled Record Setup allows the administitatadefine when and how to
record for the system. There are up to 16 timemsags (T1 — T16) for each
weekday.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items. Theaglisygll scroll left/right if the
selected item is not shown on the screen.

COPY
Press this button to copy the settings of the fosaskday to all the following
weekdays. (EX. focus weekday is TUE, its settimglt be copied to those of
weekdays WED-SAT.)

MENU/ESC
Press this button to escape from this screen, etadnrto Setup Menu display.  If
the Save dialog is shown, preBSNTER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atsdspecific operations:
Start — the start time of this time segment, incremar@aminutes. (The end

time of this time segment is implicitly set as gtart time of next time segment,
or the start time of the first time segment of shene weekday if it’s the last one.)
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Presst/- buttons to select the desired start time.

Example: If the user sets the start time of T1/M@N9:00, T2/MON as 18:00,
T3-T16/MON as N/A (Not Available), then T1/MON is:0®-18:00,
T2/MON is 0:00-9:00, and 18:00-24:00.

Alarm — record mode (No, Video, Audio/Video) when certalarm input, speed
alarm, or acceleration alarm is triggeredOFF” is newly added for alarm
detection OFF. Presst/- buttons to change the value.

Motion — record mode (No, Video, or Audio/Video) when rontis detected for
certain camera.“OFF” is newly added for motion detection OFFPress+/-
buttons to change the value.

Normal — normal record mode, including No, V (Video onlyr A/
(Audio/Video). Press/- buttons to change the value.

Note: In a time segment, if both Alarm and Motiae aet to “OFF”, the audio/video
will be treated as Normal unless there’s Video Loss
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In Setup Menu display, press to change the highlighted option #tbD, and
then presENTER to call up HDD Setup as shown.

In the surveillance applications, alarm video/audiomuch more important than
normal video/audio. So, this digital video/audecarder is designed to allow the
user to divide each HDD into alarm partition andmal partition. And, alarm

video/audio will be recorded in alarm partition, rmal video/audio in normal

partition.

The HDD Setup allows the administrator to forma#cleach HDD, set Alarm Record
size and Normal Record size of each HDD, and dé¢fiadbehaviors for Alarm Record
and Normal Record if it reaches the end of theHd3D in the system.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MODE => Format/Clear (Mouse: Left click)
Press this button to format/clear the HDDs as dasdrinSection 6.6.1

SEQ => Advanced HDD Setup (Mouse: Letft click)
Press this button to enter Advanced HDD Setup sesrited inSection 6.6.2

MENU/ESC

Press this button to escape from this screen, etudnrto Setup Menu display.  If
the Save dialog is shown, preSBITER to exit and saveESC to exit without
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saving.
Following is a brief description for each item atslspecific operations:

Size (GB)- the total HDD storage in GB (Giga-Byte) for AfaRecord and
Normal Record respectively. This item is just fioformation. Please refer to
Section 6.6.1for more detailed information and setup of eadfiviual HDD.
Please note that if the total alarm record size igero, the alarm video/audio
will be recorded in normal record partition for software V6.12 or above.

Auto Overwrite — automatic overwrite of the recorded video/audion HDD#1
when the Alarm/Normal Record disk drive capacitgatees the end of the last
HDD. If Auto Overwrite is disabled and the Alarn@ivdhal Record disk drive
capacity reaches the end, the system will not onexihe recorded video/audio,
and hence not record Alarm/Normal video/audio,luh& user presses tiAd¢arm
Reset button. Pres&ENTER or +/- to check/uncheck this item. The default
setting is “” - checked.

HDD Full Action — actions when Alarm/Normal Record disk drive cajya
reaches the end of the last HDD. PrE&TER or +/- to check/uncheck this
item. The default setting is™- checked.

Duration — response duration to define at most how longé€iconds) the Alarm
Out relay and the Buzzer will keep being triggefter the corresponding
partition, Alarm Record or Normal Record, is fulPresst/- buttons to adjust the
value (3 seconds - 60 minutes, discrete, ‘-* fayrdver’).

Alarm Out — to define which Alarm Output will be triggeredhan the
corresponding partition, Alarm Record or Normal &l is full. Presst/-
buttons to select none (N/A) or one of the Alarntgts (1-2).

Buzzer — to activate the internal Buzzer or not whendbgesponding partition,
Alarm Record or Normal Record, is full. PrdSSTER or +/- to check/uncheck
this item. The default setting is’- checked.

Log — to log to event logs or not. PreSBITER or +/- to check/uncheck this
item. The default setting is™- checked.

E-mail — to send the event e-mail to remote station ¢r nbhe e-mail will be

sent to the predefined receivers when the evdnggered. PresSNTER or +/-
to check/uncheck this item. The default settingHs- unchecked.
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In HDD Setup display, preddODE to call up HDD Format/Clear screen as shown.

The HDD must be formatted before it can be used teecord video/audio. The
HDD Format/Clear screen allows the administratofotonat and/or clear each HDD,
and set the size for Alarm Record partition andmirRecord patrtition for each HDD.
Please use only HDD with maximum storage size asBT

The general operations are as below:

MODE => Format (Mouse: Letft click)
Press this button to format the HDD. A confirmatiialog will be shown on the
screen, presENTER to confirm, orESC to cancel. Please note that it would
take about 40 seconds to a few minutes to formattaand new HDD.

Note: If the HDD has not been formatted yet, itl\e# formatted and partitioned
with default record size, 30% for Alarm record att®o for Normal record. If
it has been formatted before, it will be formateemtording to the Alarm REC
Size (%) and Normal REC Size (%) displayed on tiree, but the previously
recorded contents within the new size won't bereléand will be accessible.

SEQ => Clear (Mouse: Letft click)
Press this button to clear the HDD. A confirmatdialog will be shown on the
screen, presSNTER to confirm, orESC to cancel.

Note: If the HDD has not been formatted yet, itl\ié formatted and partitioned
with default record size, 30% for Alarm record aftd6 for Normal record. If
it has been formatted (and recorded) before, it lvél partitioned according to
the Alarm Record Size (%) and Normal Record Siz¢ @(Hsplayed on the
screen, and the previously recorded contents Witleacleared.

CALL => Physical Format (Mouse: Letft click)
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Press this button to physically format the seledt#D. A confirmation dialog
will be shown on the screen, pré&SSTER to confirm, orESC to cancel. Please
note that the recording will be alwaysoptimized for performance & lifetime no

matter it's for the first time or for the one hundredth time. The formatting

would take about 40 seconds to a few minutes. Wegagly recommend that
the user use this physical format function to formaithe HDD for the first time.

Note: The HDD will be physically formatted and paohed with default record
size, 30% for Alarm record and 70% for Normal recorAll the previously
recorded contents will be cleared.

MENU/ESC
Press this button to escape from this screen, etudnrto HDD Setup display. |If
the Save dialog is shown, preBSITER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atslspecific operations:

Size (GB) - the total storage in GB (Giga-Byte) for the HDDit has been
formatted. This item is just for information.

Alarm Record(%) — Alarm Record Size (in percentage) for this HDPlease
follow the Text Input method described Bection 4.1to change the value.
Please note that if the alarm record percentage foall HDDs is zero, the
alarm video/audio will be recorded in normal record partition for software
V6.12 or above.

Normal Record(%) — Normal Record Size (in percentage) for this HDD.
equals to (100% - Alarm Record Size). This iteust for information.
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In HDD Setup display, pres$EQ to call up Advanced HDD Setup display as shown.

The HDD Failure Action in Advanced HDD Setup alloti® administrator to define
how the system responds to the detected HDD faiuinde the Privacy settings allow
the administrator to set the DVR to record for Ltedi Period and the Retention Period
of its HDD storage. For software V6.12 or above, the HDD Failure Actiorwill be
triggered if there’s no available formatted HDD deected.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, etatnrto HDD Setup display. If
the Save dialog is shown, preBSTER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atsdspecific operations:

Duration — response duration to define at most how longéiconds) the Alarm
Out relay and the Buzzer will keep being triggeaftér HDD failure is detected.
Press+/- buttons to adjust the value (3 seconds - 60 m&udescrete, ‘- for
‘Forever”).

Alarm Out — to define which Alarm Output will be triggerechen HDD failure

is detected. Presd- buttons to select none (N/A) or one of the Alarmtfiits
(1-2).
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Buzzer — to activate the internal Buzzer or not when HRlure is detected.
PressENTER or +/- (Mouse: Left click) to check/uncheck this item. The
default setting is * - checked.

Log — to log to event logs or not. PreSBITER or +/- to check/uncheck this
item. The default setting is™- checked.

E-mail — to send the event e-mail to remote station ¢r nbhe e-mail will be
sent to the predefined receivers when the evenggered. PresSNTER or +/-
to check/uncheck this item. The default settingHs- unchecked.

Limited Period — whether the HDD storage is for limited periodnot. Press
ENTER or +/- to check/uncheck this item. The default sett;-' - No.

Retention Period (hour) — the retention period of the HDD storage if Lieait

Period is “”. Please follow the Text Input method describedsection 4.1to
modify this item. If this item is set as 0, it idle treated as No Limited Period.
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In Setup Menu display, press to change the highlighted option Password
and then presENTER to call up Password Setup as shown.

The Password Setup allows the administrator tored users, delete existing ones,
and/or modify the user’s name, password, and/a@llev

There are three password levels in the systemudimay Administrator (highest),
Supervisor, andOperator (lowest). The Operator can operate live videpldig the
Supervisor live video display, image playback amchiave, and the Administrator
everything. The system allows up to 18 user actsoun

There is one factory-preset login name/passwortilaa/Administrator level. The
user can use it to login the system for the firaet

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items. Theagisyll scroll up/down if the
selected item is not shown on the screen.

MODE => Select/Deselect as default (Mouse: Left click)
Press this button to select this user as the defaslat login, or deselect if this user
is the default login user. An asterisk (*) will saown preceding the number for
the default login user. And this login name/passiwill be the default one each
time the login dialog is shown, so the user doesather to enter the text to login
the system.

MENU/ESC

Press this button to escape from this screen, etadnrto Setup Menu display.  If
the Save dialog is shown, preBSTER to exit and saveMENU/ESC to exit
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without saving.

Following is a brief description for each item atslspecific operations:

Guest Level — the access leveA@ministrator , Supervisor, Operator, or -)
without login the system. Press buttons to change the level.

Login Name — please follow the Text Input method describe&éattion 4.1to
modify this item.

Password — this item accepts numbers only. Please follbe Text Input
method described iBection 4.1o modify this item.

Level — the password leveAfministrator , Supervisor, or Operator) for this
user. Press/- buttons to change the level.

3>8 ' 14

In Setup Menu display, press to change the highlighted option 8ystem
and then presSNTER to call up System Setup as shown.

The System Setup allows the administrator to setsystem time, time zone, time
synchronization, language, etc.

The general operations are as below:

(Mouse: Letft click)
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Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, etodnrto Setup Menu display.  If

the Save dialog is shown, preBSTER to exit and saveMENU/ESC to exit
without saving. Please note that if the selected language is chadgé¢he user
will be asked to reboot the system for the newly kxted language to take

effect.
Following is a brief description for each item atslspecific operations:

Time Zone — presst+/- buttons to select the time zone for the systenfeade
refer toAppendix Bfor the time zone table.

Daylight Saving Time — pressENTER or +/- to check/uncheck this item. The
default value is set by selecting a different tirmene, but the user may
check/uncheck this item if the default settingheacked.

System Time—

Synchronization — time synchronized with TSP Server, GPS, or nogess
+/- to modify this item. The default setting is”- none

TSP Server — TSP (Time Synchronization Protocol) server naihe
Synchronization is TSP. The system will try totohoe synchronization with the
specified TSP server at the system preset intenRiease follow the Text Input
method described iection 4.1o modify this item.

Date— system date. Press buttons to modify each of these items.
Time — system time. Press- buttons to modify each of these items.

Display Format — format used for the system time displayed oridier-left
corner of the main screen. Pregsbuttons to select the desired format.

Language — press+/- buttons to select the language for the system.e Th
languages supported includéEnglish, Russian, Simplified Chinese |,
Spanish , Traditional Chinese , Polish , Turkish , etc.

Protection Key — the protection key for the remote access ofkilstem. Please
follow the Text Input method described$ection 4.1o modify these items.

Note: This protection key will be used for autheation when any remote station
wants to connect with the system from Ethernetriate, either LAN or
internet. So, the same protection key must beremtéo install the remote

software if it is to be used to access the system.

-64 -



37?7 ;&-&0/&&0/>2 4

In Setup Menu display, press to change the highlighted option to
RS-232/422/485and then predSNTER to call up RS-232/422/485 Setup as shown.

The RS-232/422/485 Setup allows the administrat@etup RS-232 control port, and
RS422 or RS-485 control port. Please refer tatthauals for the connected devices
- PTZ cameras — to set these items in RS-232/4832348up.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MODE
Press this button to call up Optional RS-232 Setengen if it's built in the DVR.
The operations for Optional RS-232 Setup are theesas RS-232/422/485 Setup.

MENU/ESC
Press this button to escape from this screen, etudnrto Setup Menu display. If
the Save dialog is shown, preBSITER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atsispecific operations:
Device Type— PTZ, GPS or N/A (Not Available). Press/- buttons to change

the type. Please note that PTZ can only be selected for eithe r RS-232
or RS-422/485, but not both.
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Model — PTZ model or GPS protocol of the connected dsvic The PTZ models
supported includ®elco D protocol Dome , SamSung SCC-641P , Kalatel
Cyber Dome , PIH-series , Dynacolor , Bosch AutoDome , Video Trek , etc.
The GPS protocol supported MMEA0183. Presst/- buttons to change the
supported model (or protocol).

Baud Rate— presst/- buttons to change the value.
Data Bit — presst/- buttons to change the value.
Stop Bit — presst/- buttons to change the value.
Parity — (Odd, Even, orNone). Presst/- buttons to change the value.
DVR/Camera ID — for PTZ => the device ID for this digital video/audio reder,
and it must not conflict with the other devices ected in the same control port.;
for GPS => the Camera ID to receive the GPS daRresst/- buttons to change
the ID.

Some GPS Devices Tested

HOLUX GR-213 G-Mouse GPS Receiver

Garmin GPS 18 OEM
GlobalSat BR-355 Cable GPS
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In Setup Menu display, press to change the highlighted option letwork,
and then presdSNTER to call up Network Setup as shown.

The Network Setup allows the administrator to setllpEthernet network related
parameters. Please check with your network adiratis to set these parameters
correctly.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, etudnrto Setup Menu display.  If
the Save dialog is shown, preBSITER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atsispecific operations:

Net Type — Static IP, PPPoE, or DHCP. DHCP can only bel use intranet
(LAN) access, while Static IP and PPPoE can be taedoth internet & intranet
access. Press- buttons to change the Net Type.

IP Address — Ethernet IP address for the system. To getsthic IP address,

please contact your local ISP (Internet Serviceviler). Please follow the Text
Input method described Bection 4.1to modify these items.
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Net Mask — Net Mask for the IP address. Please followTéet Input method
described irSection 4.10 modify these items.

Gateway — Gateway IP address for the system. Please fallenvText Input
method described iection 4.1o modify these items.

DNS — DNS (Domain Name Server) IP address for the systdlease follow the
Text Input method described 8ection 4.1o modify these items.

Username— PPPoE username for the system if PPPOE is u§¥ease follow the
Text Input method described 8ection 4.1o modify this item.

Password— PPPoE password for the system if PPPOE is ugéldase follow the
Text Input method described 8ection 4.1o modify this item.

DDNS Type- Dynamic, Static, Custom DDNS (Dynamic Domain aBerver)
type, etc. Please contact your local DDNS SerHApavider to get the DDNS
URL, username, and password. Prelsduttons to change this item.

URL - the URL (Uniform Resource Locators) for the sysié PPPOE is used.
Please follow the Text Input method describe8éation 4.1o0 modify this item.

DDNS Username- DDNS username for the system if PPRoEStatic IP is used.
Please follow the Text Input method describe8éction 4.1o0 modify this item.

DDNS Password- DDNS password for the system if PPRoEStatic IP is used.
Please follow the Text Input method describe@éttion 4.1o0 modify this item.

E-mail — pressENTER (Mouse: Left click) to call up E-mail Setup. Please
refer toSection 6.10.%Tor the detalils.

FTP — presENTER (Mouse: Left click) to call up FTP Setup. Please refer to
Section 6.10.2or the details.

Adv. — presENTER (Mouse: Left click) to call up Advanced Network Setup.

Please refer t8ection 6.10.3or the details.

Note: If DDNS Type is FreeDNS, the URL must be appeled with “,hash”,
where hash is extracted from the grab URL batch fi& that is downloaded
from freedns.afraid.org.
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In Network Setup, pres&ENTER to call up E-mail Setup as shown when the
highlighted option i€-mail.

The E-mail Setup allows the administrator to setasl related parameters. When an
event occurs and E-mail is enabled for the cornedipg action, an e-mail will be sent
based on the parameters set here.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, aetodnrto Network Setup display.
If the Save dialog is shown, preBNTER to exit and saveMENU/ESC to exit
without saving.
Following is a brief description for each item atslspecific operations:

SMTP Server — SMTP mail server name. Please follow the Taput method
described irSection 4.1o modify this item.

Authentication — whether the SMTP mail server requires authetiica Press
ENTER or +/- to check/uncheck this item.

Username— username if the SMTP mail server requires auitetiin. Please
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follow the Text Input method described$ection 4.1o modify this item.

Password— password if the SMTP mail server requires autbatibon. Please
follow the Text Input method described$ection 4.1o modify this item.

Mail From — the e-mail address of this DVR unit, i.e. thedszrof the e-mails
originated from the triggered events. Please ¥Yolllhe Text Input method
described irSection 4.1o modify this item.

Mail To #1-5 — the receivers’ e-mail addresses. The systenseaa the e-mails
originated from the triggered events to up to %ed#nt receivers. Please follow
the Text Input method described3ection 4.1o modify these items.

Attachment — attached picture for the e-mail sent. The valaeld be (N/A,
Original picture, QCIF picture). Press buttons to change this item.
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In Network Setup, pred<SNTER to call up FTP Setup as shown when the highlighted
option isFTP.

The FTP Setup allows the administrator to set F@lRted parameters. When an
event occurs and FTP is enabled for the correspgndiction, the recorded
video/audio for that event will be sent to the FSdPver based on the parameters set
here.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC

Press this button to escape from this screen, aetodnrto Network Setup display.
If the Save dialog is shown, preBSITER to exit and saveMENU/ESC to exit
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without saving.
Following is a brief description for each item atslspecific operations:

FTP Server— FTP server web/IP address. Please follow thxé lput method
described irSection 4.1o modify this item.

Username— username for this DVR unit in the FTP server.eaBé follow the
Text Input method described 8ection 4.1o modify this item.

Password— password for this DVR unit in the FTP server.eaBk follow the
Text Input method described 8ection 4.1o modify this item.

Prefix Of Filename — the prefix of the filenames for the files sentte FTP
server. If it's empty, the filenames will be “cainif not, the filenames will be
“Prefix-cam..”. For example, if the prefix is “DMR”, then the filenames will

be “DVRO0O1l-cam..”. Please follow the Text Input hmed described irSection
4.1to modify this item.
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In Network Setup, predSNTER to call up Advanced Network Setup as shown when
the highlighted option iadv..

The Advanced Network Setup allows the administratorset advanced network
parameters. If the user is not familiar with network administration, please DO
NOT modify the items in this dialog.

The general operations are as below:

(Mouse: Letft click)
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Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, atodnrto Network Setup display.
If the Save dialog is shown, preBSTER to exit and saveMENU/ESC to exit
without saving.

Following is a brief description for each item atsdspecific operations:

Control Port — the control port for remote access. The defaaltie iS67.
Please follow the Text Input method describe8éetion 4.1o0 modify this item.

Data Port — the data port for remote access. The defallievis 68. Please
follow the Text Input method described3ection 4.1o modify this item.

HTTP Port — the HTTP (web page) port for remote access. defiault value is
80. Please follow the Text Input method describe8éction 4.1to modify this
item.

WAP Picture Quality — the WAP picture quality if WAP access is supprfiar
the DVR. Press/- buttons to change the value.

DVR Name - the “DVR Name” used in the “CMS Server” if CMS rier
(described below) is (to be) connected with the DVRIlease follow the Text
Input method described in Section #olmodify this item.

CMS Server URL #1-2— the URL (Uniform Resource Locators) for the CMS
Server #1 and #2. The DVR will connect with up ttso CMS servers
automatically once it's running.Please note that with this feature, the DVR
needs not to be a web server, while the CMS serveeeds to be a web server.
Please follow the Text Input method described iwtiSa 4.1to modify these
items.

Note: If the Control Port or Data Port is not available or accessible during remote
access, the system will reset the ports to their fiilt values, i.e. 67/68.
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In Setup Menu display, press to change the highlighted option kdobile
Related and then predSNTER to call up Mobile Related Setup as shown.

There are a variety of displays

under Mobile Related Setup display.

The user’s operations are described
as the followings:

Press these buttons to change the
highlighted item.

ENTER (Mouse: Click in the menu item)
Press this button to enter the detailed setup ajspl the highlighted option. For
the details of each option, please refer to thewohg sections.

MENU/ESC

Press this button to escape from Mobile RelatedBdisplay, and return to Setup
Menu display.
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In Mobile Related Setup display, press to change the highlighted option @ar
Speed and then predSNTER to call up Car Speed Setup as shown.

The Car Speed Setup allows the administrator t€aeSpeed related parameters.
The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, enanrto Mobile Related Setup
display. If the Save dialog is shown, pré$$TER to exit and savayIENU/ESC
to exit without saving.

Following is a brief description for each item atslspecific operations:

Source— the sourceGPS, Speed Pulse, or N/A) of the car speed. Prest
buttons to change the value.

Display Format — (km/h or mph). Press+/- buttons to select the desired
format.

P Value — P value for the Speed Pulse (60 km/h = 637 rg®).* Please follow
the Text Input method describedSection 4.1o modify this item.

Camera ID — the Camera ID to receive the car speed dd&eesst/- buttons to
change the ID.
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In Mobile Related Setup display, press to change the highlighted option to
Acceleration Alarm, and then presSNTER to call up Acceleration Alarm Setup as
shown.

The Acceleration Alarm Setup allows the adminisirao define the threshold of
acceleration alarm, and the actions if acceleratlarm is triggered.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, endnrto Mobile Related Setup

display. If the Save dialog is shown, pré$$TER to exit and savayIENU/ESC
to exit without saving.

Following is a brief description for each item atsdspecific operations:
Threshold (x0.1g) — the threshold (iM.1g, g means standard gravity) for
acceleration to trigger alarm. The acceptableaslange from 20 (2g) to 160

(16g). Please follow the Text Input method desatiln Section 4.1to modify
this item.

Focus Camera— the camera corresponding to the acceleratiomala

Duration — response duration to define at most how longéiconds) the Alarm
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Out relay and the Buzzer will keep being triggeafiér the acceleration alarm is
triggered. However, the Alarm Out relay and thez&uw will be reset
immediately once the acceleration alarm returnsotonal, i.e. acceleration under
the threshold. Press/- buttons to adjust the value (3 seconds - 60 m#ute
discrete, ‘-* for ‘Forever’).

Goto Preset— to define the preset position to go to for tleeds Camera if the
acceleration alarm is triggered and the Focus Camse PTZ camera. For more
details about preset locations, please ref@ttapter 7 PTZ Control

Pre-record — to define how long before the acceleration al&snriggered the
Focus Camera shall be intensively recorded at €erd IPS. Presg/- buttons
to adjust the value (0-10 seconds, discrete). seleate that the actual pre-record
time may be shorter than the value set if the teiteé of the pre-record pictures
exceeds the pre-record buffer size of the system.

Post-record — to define how long after the acceleration alasniriggered the
Focus Camera shall be intensively recorded at ERadord IPS. Press/-
buttons to adjust the value (0 second - 60 minulissrete).

Alarm Out — to define which Alarm Output will be triggeredhan the
acceleration alarm is triggered. Pregsbuttons to select none (N/A) or one of
the Alarm Outputs (1-2).

Buzzer — to activate the internal Buzzer or not when dlceeleration alarm is
triggered. PresENTER or +/- to check/uncheck this item. The default setting
is “ " - checked.

Log — to log to event logs or not. PreSBITER or +/- to check/uncheck this
item. The default setting is™- checked.

Screen Message- to display the event message on the screen tor Roess
ENTER or +/- to check/uncheck this item. The default sett;g§'’i - checked.

E-mail — to send the event e-mail to remote station ¢r nbhe e-mail will be
sent to the predefined receivers when the evenggered. PresSNTER or +/-
to check/uncheck this item. The default settingHs- unchecked.

FTP — to send the recorded event video/audio fileET® server or not. Press

ENTER or +/- to check/uncheck this item. The default settisg“+”
unchecked.
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In Mobile Related Setup display, press to change the highlighted option $peed
Alarm, and then predSNTER to call up Speed Alarm Setup as shown.

The Speed Alarm Setup allows the administratoretfind the threshold of speed alarm,
and the actions if speed alarm is triggered.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, enanrto Mobile Related Setup

display. If the Save dialog is shown, pré9$TER to exit and savalENU/ESC
to exit without saving.

Following is a brief description for each item atsispecific operations:

Threshold (km/h or mph) — the threshold for spedd trigger alarm. Please
follow the Text Input method described$ection 4.1o modify this item.

Focus Camera- the camera corresponding to the spsdadn.
Duration — response duration to define at most how longéiconds) the Alarm

Out relay and the Buzzer will keep being triggewdter the speedilarm is
triggered. However, the Alarm Out relay and thezBuw will be reset
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immediately once the speathrm returns to normal, i.e. spegauder the threshold.
Press+/- buttons to adjust the value (3 seconds - 60 minudescrete, *-* for
‘Forever’).

Goto Preset— to define the preset position to go to for tleeds Camera if the
speedalarm is triggered and the Focus Camera is a PTdemm For more
details about preset locations, please ref@ttapter 7 PTZ Control

Pre-record — to define how long before the speadrm is triggered the Focus
Camera shall be intensively recorded at Pre-retB& Presst/- buttons to
adjust the value (0-10 seconds, discrete). Pleasethat the actual pre-record
time may be shorter than the value set if the teitzé of the pre-record pictures
exceeds the pre-record buffer size of the system.

Post-record — to define how long after the speathrm is triggered the Focus
Camera shall be intensively recorded at Event Reti®6. Press/- buttons to
adjust the value (0 second - 60 minutes, discrete).

Alarm Out — to define which Alarm Output will be triggerechen the speed
alarm is triggered. Presd- buttons to select none (N/A) or one of the Alarm
Outputs (1-2).

Buzzer — to activate the internal Buzzer or not whengpeedalarm is triggered.
PressENTER or +/- to check/uncheck this item. The default settiad T -
checked.

Log — to log to event logs or not. PreSBITER or +/- to check/uncheck this
item. The default setting is™- checked.

Screen Message- to display the event message on the screen tor Roess
ENTER or +/- to check/uncheck this item. The default settgyy’i - checked.

E-mail — to send the event e-mail to remote station ¢r nbhe e-mail will be
sent to the predefined receivers when the evenggered. PresSNTER or +/-
to check/uncheck this item. The default settingHs- unchecked.

FTP — to send the recorded event video/audio fileET® server or not. Press

ENTER or +/- to check/uncheck this item. The default settisg“+” -
unchecked.
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In Mobile Related Setup display, press to change the highlighted option Belay
On/Off, and then predSNTER to call up Delay On/Off Setup as shown.

The Delay On/Off Setup allows the administrators&giup the Delay On time and
Delay Off time.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen, enanrto Mobile Related Setup
display. If the Save dialog is shown, préd$TER to exit and savalENU/ESC
to exit without saving.

Following is a brief description for each item atsispecific operations:

Delay On— the delay time to supply power to the devicameated to the Delay
On terminals. Presg- buttons to adjust the value (OFF, 0 second - Itutas,
discrete).

Delay Off — the delay time to power off the DVR after igoitioff. Presst/-
buttons to adjust the value (OFF, 1 - 60 minutem$top).
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The digital video/audio recorder supports a variety°PTZ cameras. The user can
easily control the PTZ cameras through the opearatidescribed in this Chapter if
those PTZ cameras have been connected and seteptlyor Please refer tBection
3.2 Optional Connectiorfer the connections. Please refeSiction 6.1 Pre-Camera
Setupto set the PTZ ID of each PTZ camera, &egdtion 6.9 RS-232/422/485 Setup
to setup the control port.

If a camera is also a PTZ camera, there will bastarisk (*) preceding its title in its

video window in split-window display. Please pr&EZ button (Mouse: ) to
enter PTZ control mode if the focus camera is a Bdimera. Thasterisk (*) will
beblinked to indicate that the camera is now in PTZ contnotle.

In PTZ control mode, the user’s operations canibieled into general operations and
miscellaneous function specific operations, anddaseribed as the followings:

General operations:

PTZ (Mouse: )
Press this button to exit PTZ control mode. Theresk (*) will be changed back
to normal color.

(Mouse: Left-click in the up/down area of the video window)
Press these buttons to tilt the camera up/down.

(Mouse: Left-click in the left/right area of the vi  deo window)
Press these buttons to pan the camera left/right.

ZOOM () +/- (Mouse: )
Press these buttons to zoom in/out the camera.

GOTO (Mouse: )
Press this button to move the camera to the ppasgtion. Thekeypad hint will
be shown. Press numeric buttdh8 to enter the number of the preset position to
move the camerato. The range of the preset posits 00-99.

NEXT
Press this button for the next miscellaneous foncti The miscellaneous functions
include Focus, Iris, Auto PAN, SEQ, Preset, and Bpeed. And the active one
will be shown on the lower right corner of the sare The miscellaneous function
specific operations are described in the followtizige.
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Miscellaneous function specific operations:

Active function Operations Descriptions
Focus E/N TER focus far/neatMouse:
auto focugMouse: )
Iris +/- Iris increase/decreag®louse:
)
Auto Pan (3 Auto pan speed is shown in parenthesis
(Mouse: ) +/- increase/decrease speed
ENTER start/stop Auto Pan
* set start position
# set end position
SEQ (5 sec.) SEQ dwell time is shown in parenthesis
(Mouse: [@) If SEQ mode is on, the camera will gotg
preset position 0-9 (or 1-10) sequential
+/-, NUMBER | change dwell time
ENTER start/stop SEQ mode, an asterisk (*) will
be shown if SEQ mode is on
Preset (1) Preset location is shown in parenthesis
(Mouse: ﬁ) +/-, NUMBER | change Preset location
ENTER set Preset location
Pan Speed (3) Manual pan speed is shown in parenthe
(Mouse: m) +/- increase/decrease speed

)]

sis
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There are four ways to search the recorded viddadar playback:
(a) Search by time,

(b) Search by event,

(c) Smart search and

(d) Search archived files.

In split-window display, presSEARCH button (Mouse: ) to call up Search
Menu display as shown.

The user’s operations are described as the follgsvin

Press these buttons to change the highlighted item.

ENTER (Mouse: Letft click)
Press this button to enter the corresponding Sedisgiay of the highlighted item.
The Search displays and their operations are destin the following sections,
followed by the playback operations of the searchddo/audio.

MENU/ESC

Press this button to escape from Search Menu ¢jspial return to split-window
display.

Note: For this series of H.264 DVRs, the system rexing rate will not be lowered
by playback.
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The screen for Search By
Time is shown on the right
side:

The Status field will show

the ‘Recorded from’ time

based on the selected
Video/Audio before

searching - alarm partition if
any of Alarm, Motion, or

Video Loss, is checked, and
normal partition if Normal is

checked.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen,etndrto split-window display.

Play Button ( ) (Mouse: Left click)
Press this button to start playing the recorde@af@udio with the selected search
time and video/audio type. The search result bellshown on the bottom of this
dialog if it failed. If there’s no camera in playback mode, all the camas in
the current split window will be set to playback male.

Copy Button ( ) (Mouse: Letft click)
Press this button tdackup (copy) the selected type of recorded video/audio
starting from theSearch Time (described below) in the HDD to the connected
backup devicavithout playback. The Backup display (described $®ction 8.%
will be shown. Please note that this kind of backup is performedn the
background, and the user can still do almost all th operations.

Following is a brief description for each item atsdspecific operations:
Search Time- (Year, Month, Date, Hour, Minute) for the recorded video/audio.
The playback qr backup will start from the time entered here when therus

press the playback buttonsr(Copy buttoi later. Press/- buttons to modify
each item.
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Video/Audio — (Alarm, Motion, Video Loss Normal). Check the types of the

recorded video/audio you want to search for plagba®ressENTER or +/- to
check/uncheck each item.

>& ".8# 0 6%$48

The screen for Search By Event - Log display, @shbelow:

There are four different types of event logs, idatg Alarm (including alarm input,
acceleration alarm, and speed alarm), Motion, Vitdess, and System. And up to
1000most recent event logs can be stored in the system

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen,etndrto split-window display.

MODE => Refresh(Mouse: Letft click)

Press this button to refresh the log display. héré are new event logs after the
screen is last updated, the log list shown wilupdated accordingly.

-84 -



SEQ => Page UgMouse: Left click)
X2 => Page DowrfMouse: Left click)
PressSEQ/X2 to Page Up/Down the Log display.

Numeric (ENTER) (Mouse: Left click in the page number shown)
Press these buttons to select the display padeedent logs, the log list will also
be updated. (Please note that there are only/d/2k&ilable for the keypad on the
front panel.)

Following is a brief description for each item atsispecific operations:

Event Type — the type of the event®Rkécord, Alarm, Motion, Video Loss
Systen) to be shown in the log list. The Event Type ‘®ys’ includes all
system related events, such as power on/off, alidhetitrigger recording. Press
ENTER or +/- to check/uncheck the event type for the log ligAlarm includes
Alarm input , Acceleration, andSpeed)

Source ID — the source which triggered the event. For Alaitta the alarm
input number, acceleration, or speed; for Motiod &ideo Loss, it's the camera
number. It's used to filter the events to be shamnvthe log list. PresENTER
or +/- to check/uncheck each item.

Log List — the event logs according to the Event Type amuk&@ ID selected.
The user mayl) pressENTER (Mouse: Left click) to select/deselect the
highlighted log in this list, (multiple logs can Iselected in this wayj2) press

Play Buttons ( , ) (Mouse: Letft click) to playback all the selected logs,

or (3) presopy Button ( ) (Mouse: Left click) to backup (copy)all the
selected recorded video/audio to the connectedupad&vicewithout playback.
The Backup display (described $ection 8.% will be shown. Please note that
this kind of backup without playback is performed in the background, and
the user can still do almost all the operations. Please refer t&ection 8.6
Playback For Search By Evelor the detailed operations for event playback.
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The screen for Smart Search is shown below:

The Status field will show the ‘Recorded from’ tinmethe HDDs before searching or
the search result after searching.

The general operations are as below:

(Mouse: Letft click)
Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen,etndrto split-window display.

SEARCH / MODE (Mouse: Letft click)
Press this button to start searching the recordisblaudio with the selected search
time, camera, and motion masks. The search redulie shown on the right half
of this dialog. To prevent the system from overloading by Smart Seah, up to
500 matched filesor 100 GB of HDD storagefor each record partition, alarm
or normal, from the start time will be searched.

SEQ => Page UgMouse: Left click)

X2 => Page DowrfMouse: Left click)
PressSEQ/X2 to Page Up/Down the Matched file display.
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Numeric (ENTER) (Mouse: Left click in the page number shown)
Press these buttons to select the display padeahatched files in the list.
(Please note that there are only 1/2/3/4 availtdsléhe keypad on the front panel.)

Following is a brief description for each item atslspecific operations:

Camera ID — the camera to be searched for matched files.title is shown on
its right side. Press/- buttons to change the camera ID.

Start/End Time — (Year, Month, Date, Hour, Minute) for the recorded
video/audio. The files will be searched from thartstime to the end time
entered here when the user press $©ARCH/MODE button later for the
matched files. Press- buttons to modify each item.

Matched file List — the matched files (HDD ID & time are shown) acting to

the selected search time, camera, and motion maske files are shown from
the oldest to the newest, and its page numberag/sion the lower-left corner.
The user may (1) pre&SNTER to enter Smart Search Playback display of the

selected matched file in this list, (2) prdday Button ( ) (Mouse: Left

click twice) to playback it directly, or (3) presSopy Button ( ) (Mouse:

Left click) to backup (copy)the selected recorded video/audio to the connected
backup devicavithout playback. The Backup display (described3ection 8.5

will be shown. Please note that this kind of backup without playbek is
performed in the background, and the user can stilldo almost all the
operations. Please also note that the playback (or backup) camalk across

all the matched files. Please refer t8ection 8.7 Playback For Smart Sediah

the detailed operations for smart search playback.

Area.. — the motion areas for the camera to be searaeshdtched files. The
files with motion covering all the motion areas wil be selected as matched.
PressENTER (Mouse: Left click) in Area.. to call up Motion Area Setting
screen as shown below. In Motion Area Settingestréne video area is divided
into many small grids, and thgray areas shown on the screen are the areas
which will be checked for matched motion. Besidégre is a (yellow) Mask
window. Please note that based on the search algorithm, tleewill be more
matched files for smaller areas.
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Following is a brief description for the operations

Press these buttons to move the Mask window.

+/- (Mouse: Left click and drag)
Press these buttons to resize the Mask window.

ENTER (Mouse: [l
Press this button to set/reset the area under #sk Mlindow. The area set
will be shown with semi-transparent gray area.

MODE (Mouse: M)
Press this button to set/reset the whole videao area

MENU/ESC (Mouse: )
Press this button to escape from Motion Area Sgtticreen, and return to
Smart Search screen.
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The screen for Search Archived Files is shown below

The operations are as below:

(Mouse: Letft click)

Press these buttons to select the items.

MENU/ESC
Press this button to escape from this screen,endrto split-window display.

Following is a brief description for each item atsispecific operations:

Backup Device— presENTER (Mouse: Left click) to call up Backup Device
dialog (if there’s no Backup device connected).

Disk Storage- to select the disk storage to search the ardhes. Press/-
buttons to select the available storage.

Archived File List — the archived files in the selected Disk Storagelease
select the file, and then preSBITER to enter Archived File Playback display of

the selected file in this list, or preBsay Button ( ) (Mouse: Left click
twice) to playback it directly. Please referSection 8.8 Playback For Archived
Filesfor the detailed operations. Besides, you maggWEODE (Mouse: Left
click) to delete the selected file.

Note : The format of the filename is camNN-YYYYMMDD-hhmmss.h264, where

NN stands for camera number, YYYY year, MM month, CD date, hh hour,
mm minute, and ss second.
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In split-window display, pressIODE button(Mouse: ) to change circularly the

live/playback mode for the focus window and theeotwindows that form a rectangle
on the screen. The video windows for the windowplayback mode are grayed,
while those in live mode display live video.

Please refer t&ection 4.3 Basic Operatiofisr how to change the camera(s) in the
playback windows(s). After the playback windowslatameras are all set as you
want, you may use the following buttons to contha playback:

Play/Pause ( ) (Mouse: )
Press this button to play the recorded video/asdarched at forward speed 1X, or
pause the playback. If the playback is pausedsptieis button again to resume
playing. Note that audio can only be played atvod speed 1X.

Stop () (Mouse: U)

Press this button to stop playing the recordedo/aledio. If the user press
button later, the playback will start from the begng.

Fast Forward( [/ on remote controller, on front pangl (Mouse: ),

Slow Forward Button (SEQ) (Mouse: ) => (Mouse: to toggle)

Press this button for fast/slow forward playbackach time this button is pressed,
the forward playback speed will become faster/stprem 2X, 4X, 8X, up to
64/16X, and then back to 2X.

-
Fast Backward( /  on remote controller, on front pangl(Mouse: ),

Slow Backward Button (MODE) (Mouse: ) =>(Mouse: to toggle)

Press this button for fast/slow backward playbadkach time this button is pressed,
the backward playback speed will become fasterkstoivom 2X, 4X, 8X, up to
64/16X, and then back to 2X.

Single Step ( / on remote controller, on front pangl(Mouse: m)
Press this button to play the recorded images fiayrfeame.

ENTER (Mouse: )‘
Press this button to display the GPS data if tee®PS data accompanied with the
playback camera. Please select the Type (GPShers)t Position, Background,
Rows, and number of Characters on the screen,hemdpres€ENTER to display
the GPS data, &SC to cancel. PredSNTER again to not display it.

-90 -



Copy () (Mouse: )
Press this button to copy or stop copying the makbvideo/audio to the storage
device connected to the USB portSD card TheBackup display will be shown
as below.

Following is a brief description for the operation8Backup display:

(Mouse: Letft click)
Press these buttons to select the items.

Copy Button ( ) (Mouse: Left click)

Press this button to start backup (copy) or appl tevised settings if it's
copying, and return to the previous display. Theilebe aCopy icon on the
lower-right corner indicating that the selectededgthudio is being archived to
the storage device.For DVD disc, the files won'’t be written to the dig until
the storage size reaches 1 GB or the user stop copmy. Writing to the disc
may take more than 1 minute for every 100 MB (depeating on the disc

type).

Stop () (Mouse: Left click)

Press this button to stop copying and return toptieeious display. Th€opy
icon will be disappeared.

MENU/ESC
Press this button to cancel, and return to theipuswisplay.

The description for each item and its specific afens is as below:
Backup Device— the backup device connected to the system. sENSER

(Mouse: Left click) on the left button to call uBackup Device dialogif
there’s no backup device connected. Prgsduttons on the right selection
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to select the connected devic&lease follow the steps described i&ection
5.4 Backup Deviceo connect the backup device before copying.

Backup Speed- 1-9, with 1 the lowest speed, 9 the highest&pePress-/-
buttons to select the value.

Directory — the directory to store the archived files. edk follow the Text
Input method described Bection 4.1o input the directory.

Cameras— the video/audio of the cameras to be archiv@ilessENTER or
+/- to select/deselect each of the selectable camdfathe camera with
GPS data is selected, the GPS data will be savedtwihe camera video in
the same file. The user may save GPS data only {lhout saving camera
video) by selecting GPS.

GPS File Format— for the backup of GPS data only. The suppddenats
areTXT andKML. Presst/- buttons to select the value.

End Time - (Year, Month, Date, Hour, Minute) for the recorded
video/audio for thdackup without playback of Search By Time The files
will be backup from the start time to the end tiergered here when the user
press theCOPY button (Mouse: Left click) to start copying. Press/-
buttons to modify each item.

Except the playback buttons, the user can still atlothe other operations in
split-window display as if there is no playback.led3e refer t&Gection 4.3 Basic
Operationdor the operations of the other buttons.

Note :

Note :

The format of the GPS filename is YYYYMMDD-hmmess.txt (or .kml),

where YYYY stands for year, MM month, DD date, hh four, mm minute,
and ss second. GPS file can be displayed in thechived file list, but
cannot be played. Please use GPS applications suak Google Earth,
PaPaGO, etc. to read/convert its contents.

For each camera and each backup, a batchdilwill be generated as well as
the backup files. A directory “/SelfPlayer” will also be generated if it's
not existing in the backup storage device. The usean use the batch file
to self-playback the corresponding backup files im PC. If the PC has not
been installed with the required player componentsthose components will
be installed by running the batch file except Windws Vista. For
Windows Vista, please run /SelfPlayer/SelfPlayerirall.exe manually to
install the required player components. To copy self-playback files, please
copy the batch file and the backup files to the désation directory, and
copy the whole directory “/SelfPlayer” to the root directory of the
destination device.
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In Log display, presBlay Buttons ( , ) (Mouse: Left click) to playbackhe
selected logs This display is the same as full screen displahe main display, and
the playback buttons are effective.

The operations are as below:

Playback Buttons ( . , . , ENTER, MODE, SEQ)
(Mouse: , )

These buttons are all the same aSawation 8.5 Playback/Archive For Search By
Time.

The Other Buttons
All the other buttons are the same aSéaction 4.3 Basic Operatians

>= g "0"$# ' "

In Smart Search display, préSBITER to enter Smart Search Playback display of the

selected matched file, or preBfay Button ( ) (Mouse: Left click twice) to
playback it directly. Please note that the playback can walk across alhé (up to
500 per record partition) matched files. So, it’s not necessary for the user to repeat
the process of Smart Search & Playback just fonglesfile. This display is the same
as full screen display of the main display, andplagback buttons are effective.

The operations are as below:

Playback Buttons ( . , . , ENTER, MODE, SEQ)

(Mouse: , )
These buttons are all the same aSaation 8.5 Playback/Archive For Search By
Time.

At playing the video, press this button to call (show) or hide the Motion Areas
set by the user.

The Other Buttons
All the other buttons are the same aSéattion 4.3 Basic Operatians
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In Search Archived Files display, preE?NTER to enter Archived File Playback

display of the selected file, or pra3k&y Button ( ) (Mouse: Letft click twice)
to playback it directly. This display is the sae full screen display of the main
display, and the playback buttons are effective.

The operations are as below:

Playback Buttons ( . » » , ,ENTER, MODE, SEQ) (Mouse:

)
These buttons are all the same asattion 8.5 Playback/Archive For Search By

Time. Please note th&OPY button () is not effective in this display.

The Other Buttons
All the other buttons are the same aSéattion 4.3 Basic Operatians
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The digital video/audio recorder can be accessaasing a web browser installed on a
PC if this unit is connected to a network, eithrernet or intranet.

Before Logging On

Before accessing this unit through web browseggdemake sure the followingsdr
most PCs, only step 4 & 7 is needeqd!

1. This unit is connected to the network, and thefigurations are all setup correctly.
Please refer t&ection 6.10 Network Setudpr the detailed configurations.

2. DirectX® End-User Runtime 9.0 or above has been installed in your PC
successfully. If not, please logon hitp://www.microsoft.comto get the free
download of it.

3. Windows XP KB319740 Packagdas been installed in your PC successfully if the
PC is running Windows XP SP2 If not, please logon to
http://www.microsoft.com/downloads/details.aspx? Fgiat=9BSEDFC8-A4BB-40
80-9063-6518166E2DAB&amp;amp;displaylang-terget the free download of it,
or install it from the corresponding directory etCD. (This package is a bug fix
for Windows XP SP2.)

4. The domain name or IP address of the digitataidudio recorder has been set as
trusted web sitein your PC, and théhttps:) server verification for trusted web
site isunchecked If not, please go to Tools->Options->Securityour |.E. to do
the settings. For l.E. 7, please set th®ecurity level for this zoneto Low.

5. The ActiveX control in your PC is not disabledf you are not sure, please go to
Tools->Options->Security->Custom in your |.E. table ActiveX control.

6. Port 67 (control port) or port 68 (data portha blocked out by your router or ISP
(Internet Service Provider).

7. If the PC has used I.E. to access earlier softwarsion of DVR, please go to
Tools->Options->General in your LE. telete “Temporary Internet files” and
all offline contents

8. To have better look-&-feel for your PC, pleasetg Start->Setup->Control, and
select Display->Visual Style->Windows XP Style.

9. Please go to Start->Setup->Control, select BisplSettings, and set the Screen
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Resolution to at least 1024x768 and Color to 32-bit

Logon

After the above-mentioned items have been doneciyy restart your web browser
and enter the domain name or IP address (f#X://192.168.1.10d HTTP port is 80,
or http://192.168.1.100:80@ HTTP port is 800) of the digital video/audiccoeder in
the Location/Address field of the web browser. Tihag-in software in the system
will be downloaded and run automatically in the viebwser. Please note that up
to 6 users can logon this DVR simultaneously.

Remote Display and Operations

After the plug-in software is downloaded and runthie web browser, you will be
asked (1) to install redistributable software, édfor ActiveX control to interact with
your PC. Please selet¥es, and the remote login display will be showRlease
note that the PC user must have system administratopassword for the PC;
otherwise, the process will fail, and an error diabg will be shown. For some PCs,
it may be necessary to click in the window with thessage in red color, but outside
the Login Dialog before the next step. Please enter the corrggh Ipame and
password (and control port & data port if they hdesn changed) for the DVR to
login the system. And the main remote display b&lshown as below.

The video images can be displayed in several tgpsplit-window screens, including
1/4/9/16-Window for single DVR and 25/36/49/64 foultiple DVRs. And the focus
window is surrounded by a frame border. In addito the video windows, there are
different icons on the lower corner and the rightner of the screen for status display
and control. (The “.L” following the camera title stands for levdisplay, “.P” for
Playback, and the camera title with white backgtblias detected motion.)
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Note 1: The frame rate is limited by the bandwidthof the network and the
pre-record IPS of the camera $ection 6.2.

Note 2: The picture quality depends on the recordig resolution and recording
quality of the camera Section 6.2.

When the user leaves |.E., he/she may be askevéochanges to files, please click
on OK or Yes to save the changes. The operatiothsi@scriptions for these icons

are as below:

In video window, right-click the mouse button tdlagp Camera/Playback/Print
Dialog. (Left) click on Playback or Camera numbeichange the window to the
corresponding camera and live/playback modéie user may also click on the
“Print” button to print the video to the printerr 6Snapshot” the video. For
software V6.12 or above, the user may double clidir 1-Window display.

Click on these icons for 1/4/9/16/25/36/49/64-Winddisplay.

@

Click on this icon to switch to or return from SKE@play mode.

€

Click on this icon to toggle between live mode gtayback mode for all the video
windows.

Click on this icon to freeze/unfreeze the videogemsfor all the video windows.

Click on this icon to enable/mute the audio ingatrf the PC, button down for enable,
button up for mute. If enabled, the audio inpotrthe PC will be sent to the DVR.

The default setting is ‘mute’. (supported sinceOR)
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Click on this icon to enable/mute the audio outfsrain the camera for the focus
window, button down for enable, button up for mut&he default setting is ‘mute’.

Click on this icon to show/hide the GPS data for tffle selected DVR, or (2) the
DVR for the focus camera, button down to show,doutip to hide.

Click on this icon to backup video/audio, and thacBup dialog will be shown.
Please select the DVR, cameras, event type, dashrdirectory, execution time, and
data range, and then click on “Apply” or “OK” to ddap, or “Cancel” to cancel.
Please note that Execution of “Now” or “Once” iseetime backup, while “Daily” is

daily backup.

Click on this icon for snapshot of the focus camera

@

Click on this icon for audio broadcasting to alhoected DVRs.

The device name of the selected DVR is shownClick on this icon, and the
available DVRs will all be shown. Click in one thiem to select a new DVR. The
1/4/9/16 split-window video display, the cameratisga and the alarm input/output
will all switch to correspond to the newly seleci2dR.

ENEI TR Y

Playback panelfor playback buttons, including Fast Backward,tFremward, Single
Step, Play, Pause, Stop, and Copy (from left tbtyig Please note that the Copy
function can be used to archive both live and playdck streams. Please
check/uncheck the cameras to be archived when olpg Oialog is shown, and then
click on OK or Apply button. If the user click &pply button and select & highlight
one of the cameras, the current copying statushfatr camera will be shown in the
dialog. For “SelfPlayer” (described in Sec. 8.%to work correctly, please copy the

-08 -



file “vcredist_x86.exe” in the CD to Windows direcbry such as “/WINDOWS” or
“WINNT”.

PTZ control panel. If the camera in the focus window is a PTZ cane¢hese
buttons in the PTZ control panel can be used f& Bdntrol. The operations include
Tilt Up/Down, Pan Left/Right, Zoom In/Out, Focus Near, Focus Far, Iris —
(darker),lris + (brighter).

Camera |/

Status indicators for cameras 1-16 (GREEN for nariR&D for motion) for the
selected DVR. Click on any of these icons to gdlse corresponding camera of the
selected DVR to be displayed in the focus window.

AlarmiIn /

Status indicators for alarm inputs 1-4 (GREEN formal, RED for alarm) for the
selected DVR.

Alarm Out  /

Alarm outputs 1-2 (GREEN for normal state, REDtfoggered state) for the selected
DVR. For Administrator, click on any of these isoto control the corresponding
alarm output from normal to triggered, or from ¢gaged back to normal.

Click on this icon to call up Search-by-time dialog’lease select the time (Year,
Month, Date, Hour, and Minute) and recorded videdia type (Alarm, Motion,
Video Loss, and Normal) to search for playback.ickCbn Search button to start the
search of the recorded video/audio. (If it faildge result will be shown on the title
of the dialog.) Now, you may use the playback dngtto play the recorded
video/audio. Please note that there must be some cameras iraygback mode for
the search to succeed.
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Click on this icon to call up Search-by-event dialoThe event logs will be shown

on the screen. Please select the DVR device, ¢éyeatand source ID to search for
the event logs. Click on Refresh, Up, or Down palate the event logs. Click on
the desired event log to highlight and select @lick on theOK button to search the

recorded video/audio for the highlighted event lojow, you may use the playback
buttons to play the recorded video/audio.

Click on this icon to call up search-PC-video diploPlease select tH#e(s), and
then click on Open. Now, you may use the playbag#ons to play the recorded
video/audio in the file(s).

Click on this icon to show/hide full PTZ controlned. The user can click on the
PTZ Panel (but outside of any object in it) (td cgl theContext menu to move it.

Click on this icon to call up Setup dialogUnlimited number of DVRs can be
added to the device list. Following is a brief description for each item:

Device Name — any meaningful name for the (DVR) device.

Address — IP address or URL domain name for the (DVR) ceuvi It should be
the same as the IP address (for Static IP) or UBLRPPOE) in Network Setup
for the (DVR) device.

Control Port — the control port for the (DVR) device. The défaalue is 67.
Data Port — the data port for the (DVR) device. The defsalue is 68.

User Name — the login user name for the (DVR) device. Itstiioe in the list in
Password Setup for the (DVR) device. Please inatedifferent levels of users
have different available operations.

Password - the corresponding password for the login usemenéor the (DVR)

device.
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Auto Connection — whether the user wants to connect automatidallthis
(DVR) device.

Connected — whether this PC is connected with the (DVR) dewmow. If a
DVR is connected, the user may select it, and ditkReboot” to reboot it.

The other properties in the dialog are similarose described iG@hapter 6 Please
refer to Chapter 6 for the detailed descriptions. Besides, the usan
download/upload the configurations from/to the connected DVR,open/savethe
configurations from/to the designated directory.

Click on this icon to call up remote Software Upmtgadialog. The current software

version of the DVR(s) will be shown in the “statugld. Please select the DVR
device and upgrade file in the PC, and then cliciStart button to start the software
upgrade process. The Upgrade status will be ugdateording to the progress.
When the upgrade file is uploading, the user mak @n Stop/Close button to stop
the upgrade process.

Note : There must be at least one formatted HDD inhe DVR for the remote
upgrade to succeed. After the software in the DVRs upgraded, the DVR will
restart immediately and the PC will be disconnectedrom the DVR. Please do
step 7 in Before Logging On, and then re-run the E. to connect to the DVR
again.

Click on this icon to call up GPS Configuration Idg Please select the DVR
device. Then sele@isplay attributes andOutput attributes for Live & Playback
respectively. IData Exchange Fileis enabled, the corresponding GPS data will be
output to the file specified. Please note thag andlcon are to be used by GPS
software such as Google Earth for display purpofeCOM Port is enabled, the
corresponding GPS data will be output through thecdied COM port of the PC.
The output data can be used as input by GPS apphcsoftware such as Google
Earth. Please refer fgppendix Efor using Google Earth in more details.

System Requirements of Remote PC

It is recommended to access the digital video/ausliorder using a PC that meets the
following system requirements. If you use a PQ thaes not meet the following
system requirements, it may cause problems sudioasimaging or the browser
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unable to operate.

PC
IBM PC/AT compatible with IntéP Pentiun® 4, 1.7 GHz or above CPU.

(0N
MicroSoft® Windows® XP, Window&® 2000 with SP4, or WindowW& Vista.

Monitor
1024 x 768 or above.

Memory (DRAM)
512MB, or 1024MB for Window® Vista.

Web Browser
MicroSoft® Internet Exploré® 6.0 or above.

DirectX
MicroSoft® Directx® 9.0 or above.

Others
Windows XP KB319740 Package if Windows XP SP2 sahed.
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The digital video/audio recorder can also be refjotecessed by using a web
browser installed on a PDA or mobile pho&X( Nokia 5300, 6120C, Sony Ericsson
W850i, 2610j that (1) supportgHTML andMJPEG file format , and (2) has screen
resolution aR40x320 or above.

Please enter the domain name or IP address ofigital dvideo/audio recorder in the
Location/Address field of the web browser, andrémaote login display will be shown.
(For most of the mobile devices, the DVR will autdioally redirect to the correct
web page, EXhttp://192.168.1.89/wap.htfor IP addressittp://192.168.1.89 If not,
please enter the full address with /wap.htm.) $8eanter the correct login name and
password for the digital video/audio recorder tgiriothe system, and the screen will
be shown as below.

Following is a brief description for each item atsispecific operations:

: 1-Window display for the selected channel (camera).
: Quad display.

-- for snapshot, 1S-30S for auto-refresh of 1 secdrto 30 seconds, 0S for
fast auto-refresh that supports HTML4.01.

: Status indicators for alarm inputs 1-4 (unchecked rformal,
checked for alarm).

Alarm outputs 1-2 (unchecked for normal, checked foggered).
Administrator can check to trigger the alarm outpunicheck for back to normal.

: Click on this button to submit the content to thgitdl video/audio recorder.
The new settings will take effect, and the screéhrefresh.
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System O.S. Embedded Linux 2.6
Multiplex Sixfold operation - simultaneous recolide,
playback, backup, control, & remote access
Certification FCC, CE, LVDS, PSE, etc.
Video Format NTSC/EIA or PAL/CCIR
Input 4-CH, BNC, 1Vp-p/750hm
Main monitor BNC x 1, S-video x 1, 1Vp-p/750hm
Optional VGA D-SUB 15-pin connector
Loss detection Yes
Motion detection | Yes, with configurable detectiora& sensitivity
Audio Input 2 RCA-jack connectors, line-in level (100mV¢gns)
Output 2 RCA-jack connectors, line-out level (u2irms)
Record Compression Videdd.264
Audio: ADPCM
Frame rate (IPS)| NTSC — 30/ 720*480, 60 / 720*240, 120 / 360*240
& Resolution PAL — 25/ 720*576, 50 / 720*288, 100 / 360*288
Watermark Yes
Mode Manual/Schedule/Alarm/Motiohéceleration/Speed
Pre-record time 0 - 10 seconds
Post-record time| 0 - 60 minutes
Display Resolution NTSC — 720*480, PAL — 720*576
Split windows 1/4
Frame rate Up to 30 (NTSC) / 25 (PAL) IPS per digphindow
Freeze Yes
Sequential switch User adjustable
Digital Zoom X2, X4
Playback | Frame rate (IPS)| NTSC — 30/ 720*480, 60 / 720*240, 120 / 360*240
& Resolution PAL — 25/ 720*576, 50 / 720*288, 100 / 360*288
Search Smart search Date/time, Camera, Alarm, Motion,
Video LossAcceleration, & Speed
Operation Play, Fast Forward, Backward, Pause, $top
Remote I.E. and CMS can also Print
Storage HDD 1 set of 2.5” SATA type HDD,
Max. 1TB of HDD storage size
Partitions Configurable alarm patrtition size
Configurable auto-overwrite or not
Backup 1 SD slot
1 USB 2.0 ports for USB 2.0 disk drives, DVD+RW,
DVD+R, DVD-R, card readers, HDD, etc.
Alarm Input 4 contact or TTL/CMOS signal, polarity sebdue
Output 1 Normally Open, 1 Normally Closed relaypuuit
Buzzer Yes

Triggered by

Sensor input, Video loss, Motion, §geed, &
Acceleration (with built-in G sensor)
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Event log

Yes

D

Network | Ethernet 1 RJ-45 10/100BaseT Ethernet connector
Web Remote setup, monitoring, backup, alarm natiiae,
& remote software upgrade
1 I.E. for unlimited number of DVRs
E-mail Alarm notification to stationary or mobilewices
FTP Alarm video/audio file storage
Video 1/4 split-window & SEQ mode for I.LE. and CMS
Dynamic electronics maps for CMS
Audio Bidirectional
Protocol TCP/IP, HTTP, PPPoE, DHCP, DDNS, FTP, TSP
Remote users Up to 6 users simultaneously
Bandwidth TCP/IP type dynamic sliding window comtro
Remote stations | PC, mobile phone, or PDA
Control/ | I/IR 1 I/R remote controller
GPS/ RS-232 1 D-type female connector for PTZ or GPS
Car Speed 1 optional D-type female connector for PTZ or GP$
RS-485 2-pin for PTZ control or GPS
Car speed 2-pin for car speeding pulse input with
configurable parameters or from GPS
Setup Local On screen setup via keypad, I/R remote cbatro
and/ormouse
Remote Setup & upload via Windows application safev
Multi-lingual Yes
Reliability | System recovery| Auto power on after power lossvep
Watch Dog Timer Yes
Timer Built-in real time clock
Time synchronization with TSP server or GPS
Security Key lock for DVR host
Multi-level password (3 levels, up to 18 accounts)
protection with authentication key for remote asces
Operating shock | 8G, 11ms (20 per five seconds max)
Operating 5~500Hz, 0.75G (0 to peak)
vibration
Weights & | Dimension 178(W) x 210(D)x 50(H)mm
Measures | Weight 2.0 KG (without HDD)
Power Source +12 or +24VDC, with acceptable range +9.5~30VD
Consumption 12W Max. without 12VDC output loading
Delay On/Off Yes, with configurable timer
Delay Out 30A
12vDC Out Up to 1.0A for all cameras

C

Operating Temperature

0°C ~ +50C, with built-in heater
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0
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00
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0

0

0

Time Zone Offset DST| Start End

Samoa GMT - 11:00

Hawaii GMT - 10:00

Alaska GMT - 09:00 Mar, 2nd Sun, 2:00 Nov, 1st Sun, 2:(
Pacific Time (US & Canada) GMT - 08:00 Mar, 2nd Sun, 2:00 Nov, 1st Sun, 2:(
Arizona, US Mountain GMT - 07:00

Chihuahua, La Paz, Mazatlan GMT - 07:00 May, 1st Sun, 2:00| Sep, last Sun, 2:
Mountain Time (US & Canada) GMT - 07:00 Mar, 2nd Sun, 2:00 Nov, 1st Sun, 2:(
Central America, Saskatchewan GMT - 06:00

Central Time (US & Canada) GMT - 06:00 Mar, 2nd Sun, 2:00 Nov, 1st Sun, 2:(
Guadalajara, Mexico City, GMT - 06:00 May, 1st Sun, 2:00| Sep, last Sun, 2:
Monterrey

Bogota, Lima, Quito, Indiana (East) GMT — 05:00

Eastern Time (US & Canada) GMT - 05:00 Mar, 2nd Sun, 2:00 Nov, 1st Sun, 2:(
Atlantic Time (Canada) GMT — 04:0¢ Mar, 2nd Sun, 2:00 Nov, 1st Sun, 2:(
Caracas, La Paz GMT — 04:00

Santiago GMT — 04:00 Oct, 2nd Sun, 0:00| Mar, 2nd S0
Newfoundland GMT - 03:30 Apr, 1st Sun, 2:00 | Oct, last Sun, 2:(
Brasilia GMT - 03:00 Oct, 3rd Sun, 2:00| Feb, 3rd Sun, 2:
Buenos Aires, Georgetown GMT - 03:00 Oct, 3rd Sun, 2:00| Feb, 2nd Sun, 2:
Greenland GMT - 03:00 Mar, last Sun, 1:00] Oct, last Sun, 1:(
Mid-Atlantic GMT - 02:00 Mar, last Sun, 2:00| Sep, last Sun, 2:
Azores GMT - 01:00 Mar, last Sun, 2:00] Oct, last Sun, 3:(
Cape Verde GMT - 01:00

Casablanca, Monrovia GMT + 00:0D

Dublin, London GMT + 00:00 Mar, last Sun, 1:00] Oct, last Sun, 2:(
Western Europe, Central Europe GMT + 01:00 Mar, last Sun, 2:00| Oct, last Sun, 3:(
West Central Africa GMT + 01:00

Eastern Europe GMT + 02:0 Mar, last Sun, 0:00| Oct, last Sun, 1:(
Cairo GMT + 02:00 Apr, last Fri, 2:00 Sep, last Fri, 2:00
Harare, Pretoria GMT + 02:0(

Helsinki, Kyiv, Riga, Sofia, Tallinn | GMT + 02:00 Mar, last Sun, 2:00| Oct, last Sun, 3:(
Jerusalem GMT + 02:0Q Apr 1, 2:00 Oct, 2nd Sun, 2:0
Baghdad GMT + 03:00 Apr 1, 3:00 Oct 1, 4:00
Kuwait, Riyadh, Nairobi GMT + 03:00

Moscow, St. Petersburg, Volgograd GMT + 03:00 Mar, last Sun, 2:00| Oct, last Sun, 3:(
Tehran GMT + 03:30 Mar, 4th Tue, 2:00| Sep, 4th Thu, 2:Q
Abu Dhabi, Muscat GMT + 04:00

Baku, Thilisi, Yerevan GMT + 04:00 Mar, last Sun, 2:00| Oct, last Sun, 3:(
Time Zone Offset DST| Start End

Kabul GMT + 04:30
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DO

DO

Ekaterinburg GMT + 05:00] Mar, last Sun, 2:00] Oct, last Sun, 3:00
Islamabad, Karachi, Tashkent GMT + 05:00

Chennai, Mumbai, New Delhi GMT + 05:30

Kathmandu GMT + 05:45

Almaty, Novosibirsk GMT + 06:00 Mar, last Sun, 2:00| Oct, last Sun, 3:00
Astana, Dhaka, Sri Lanka GMT + 06:00

Rangoon GMT + 06:30

Bangkok, Hanoi, Jakarta GMT + 07:00

Krasnoyarsk GMT + 07:00 Mar, last Sun, 2:00| Oct, last Sun, 3:00
Irkutsk, Ulaan Bataar GMT + 08:0( Mar, last Sun, 2:00| Oct, last Sun, 3:00
Beijing, Chingqging, H. K., Urumqi GMT + 08:00

Kuala Lumpur, Perth, Singapore GMT + 08:00

Taipei GMT + 08:00

Osaka, Seoul, Tokyo GMT + 09:00

Yakutsk GMT + 09:00 Mar, last Sun, 2:00| Oct, last Sun, 3:00
Adelaide GMT + 09:30 Oct, last Sun, 2:00| Mar, last Sun, 3:
Darwin GMT + 09:30

Brisbane, Guam, Port Moresby GMT + 10:00

Canberra, Melbourne, Sydney GMT + 10:00 Oct, last Sun, 2:00| Mar, last Sun, 3:
Hobart GMT + 10:00 Oct, 1st Sun, 2:00 Mar, last Sun, 3:
Vladivostok GMT + 10:00 Mar, last Sun, 2:00] Oct, last Sun, 3:00
Magadan, Solomon Is. GMT + 11:00

Auckland, Wellington GMT + 12:00 Oct, 1st Sun, 2:00 Mar, 3rd Sun, 2:
Fiji GMT + 12:00

Kamchatka GMT + 12:00 Mar, last Sun, 2:00| Oct, last Sun, 3:00
Anadyr GMT + 13:00 Mar, last Sun, 2:00{ Oct, last Sun, 3:00
Nuku'alofa GMT + 13:00
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NTSC Recording Time (in Hour) - For Reference Only
System Storage (GB): 200
Average Recording Rate (IPS)
Resolution | Quality
Picture Size (KB)* 12060 | 30| 15| 10 5
720x480 9 32.2 58 | 115| 173 | 345
(Full D1) 8 27.7 67 | 134 | 201 | 401
7 21.0 88 | 176 | 265| 529
6 18.4 101 | 201| 302| 604
5 14.0 132 | 265| 397| 794
4 11.3 164 | 328| 492| 983
3 7.7 241 | 481| 722| 1443
2 5.6 331 | 661| 992 1984
1 3.6 5141|1029 1543| 3086
720x240 9 16.1 58 | 115|230 | 345| 690
(Half D1) 8 13.9 67 | 133|266 | 400| 799
7 10.5 88 | 176 353 529 1058
6 9.2 101| 201 | 403| 604| 1208
5 7.0 132| 265 | 529| 794| 1587
4 5.7 162| 325 | 650/ 975 1949
3 3.9 237| 475 | 950| 1425 2849
2 2.8 331| 661 | 1323 1984| 3968
1 1.8 514|1029|2058| 3086| 6173
360x240 9 8.0 58 | 115/ 230 | 463| 694| 1389
(CIF) 8 7.0 67 | 133| 266 | 529| 794| 1587
7 5.2 88 | 176| 353 | 712| 106§ 2137
6 4.6 101|201| 403 | 805| 1208 2415
5 3.5 132|265| 529 | 1058 1587| 3175
4 2.9 162|325| 650 | 1277 1916 3831
3 2.0 237|475| 950 | 1852 2778| 5556
2 14 331|661|1323|2646| 3968| 7937
1 0.9 5141029 2058(4115 6173|12346

* Average Picture Size is estimated based on typ@maera scene, and averaged by H.264 I/P/P

frames.
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PAL Recording Time (in Hour) - For Reference Only

System Storage (GB): 200

~ O O =

Average Recording Rate (IPS)
Resolution | Quality
Picture Size (KB)* 10050 | 25| 125 8 4
720x576 9 42.0 53 | 106 | 165| 331
(Full D1) 8 36.0 62 | 123 | 193| 386
7 27.3 81 | 163| 254 509
6 21.3 104 | 209| 326/ 652
5 18.3 121 | 243| 379| 759
4 14.7 151 | 302| 472| 945
3 10.0 222 | 444| 694| 138
2 7.3 304 | 609| 951| 190
1 4.7 473 | 946| 1478 2955
720x288 9 21.0 53 | 106 | 212 331| 661
(Half D1) 8 18.0 62 | 123 | 247 386| 772
7 13.6 82 | 163| 327/ 511 102
6 10.7 104| 208 | 415| 649| 129
5 9.2 121| 242 | 483| 755| 151
4 7.4 150| 300 | 601| 938| 187
3 5.0 222| 444 | 889| 1389 2778
2 3.7 300| 601 | 1201 1877| 3754
1 2.4 463| 926 | 1852 2894 | 5787
360x288 9 10.5 53 [106| 212 | 423| 661| 132
(CIF) 8 8.5 62 |123| 247 | 494| 772| 154
7 7.2 82 | 163| 327 | 654| 1021 2042
6 5.7 103|206| 412 | 823| 1286 2572
5 5.0 121|242| 483 | 966| 1514 3019
4 4.0 150| 300| 601 | 1201 1877 | 3754
3 2.8 222|444| 889 | 1778 2778| 5556
2 2.2 292|585|1170|2339| 3655| 7310
1 1.4 463|926|1852|3704| 578711574

* Average Picture Size is estimated based on typ@mmera scene,

frames.
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There are several MS-Windows utility programs ie thundled CD, includingEMS
software , HEM Player, andM4V/H.264 to AVI Conversion Utility . Please insert
the CD in the CD-ROM or DVD-ROM drive in your PCndathen double click on
CMS/Setup.exe in the CD to installCMS software, and Utilities /Setup.exe to
install the utility programs. Please follow thestimictions on the screen to install the
software in the default directory “Program Filesfidy Electronics Mappers” or the
directory entered by the user. ROMS software, please refer to the manual bundled.
For the other utility programs, please refer toftiilowing paragraphs.

HEM Player

Before runningHEM Player in your PC, please make sure the followings:

1. DirectX® End-User Runtime 9.0or above has been installed in your PC succegsfull
If not, please logon tbttp://www.microsoft.cono get the free download of it.

2. Please go to Start->Setup->Control, select BispiSettings, and set the Screen
Resolution to at least 1024x768 and Color to 32-bit

To run theHEM Player under MicroSof® Windows® XP or Window® 2000, please
select Start->Programs->Hyper Electronics MappétsmPlayer, and the screen will be
shown as below.

Since this utility is a free player utility for tlechived files, from USB backup or remote
backup, some of the functions are disabled. Thasaaursor will change to “Hand”
type if it's on those enabled function icons. Tperations and their descriptions are the
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same as ilchapter 9. Remote Access

To select an archived file for playback, pleasekcbnFile menu, and then seleCpen.
After an archived file is opened, the user maykctio the player buttons to play the file.
The following diagram shows the screen afterRlay button is pressed.

The user may print the whole player screen (inclgdhe current video image) or the
current video image by selectirfgle menu, and then sele&rint or Print Video
respectively.
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M4V/H.264 to AVI Conversion Utility

To run theM4V/H.264 to AVI Conversion Utility under MS-Windows, please select
Start->Programs->Hyper Electronics Mappers->AVI Ganter or double-click on the file
AVI_Converter.EXE , and the screen will be shown as below.

Please select the source filedM4V/.H264 files archived from DVR, remote |L.E., HEM,
and FTP file transfer — to be converted from, detbe target directory to save the
converted filesand check “Merge files” if you want chained bacKilgs to be converted
into one AVI file, and then click oi©K to do the conversion. The converté¥I| files
can be played bwindows Media Player if DivX or the other MPEG-4 decoder
(for .M4V) or H.264 decoder (for .H264) is installen the PC.
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The GPS output for the DVR and its remote softweane be used by GPS software such
as Google Earth. The user may use the followimggraphs as an example.

1. Open remote software such as IE Browser, and ldg ¢time DVR or open and
playback the archived file with GPS information.

2. Select GPS Configuration ( ).

3. Enable Output with Data Exchange File, and seteateged items (File, Tag, & Icon).
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4. Open Google Earth.

5. Add Network Link.

6. Select the Data Exchange File in the remote soéwarLink. Please note that the
directory & filename MUST be in English for old version of Google Earth to
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work correctly.

7. Set Time-Based Refresh.

8. Click on OK button to save the settings.

- 115 -



9. Now, the GPS data will be fed from the DVR remaié&wgare to Google Earth, and
the GPS position will be continuously updated iroGle Earth
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